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Perpetuum Natural SRL

CATALOG GENERAL PRODUSE PENTRU PURIFICAREA APEI

CARTUSE FILTRANTE

CARTUSE DIN POLIPROPILENA

Model Descriere Finete  Pretin€
FCPPS-0505 Cartus filtrant  5"x2,5” 5pum 1,17
FCPPS-0550 Cartus filtrant 5"x2,5” 50 um 1,17
FCPPS-1001 Cartus filtrant 10"x2,5” 1pum 1,17
FCPPS-1005 Cartus filtrant 10°x2,5” 5 um 1,17
FCPPS-1020 Cartus filtrant 10"x2,5” 20 um 1,17
FCPPS-1050 Cartus filtrant 10"x2,5” 50 pm 1,17
FCPPS-2001 Cartus filtrant 20"x2,5” 1pum 3,79
FCPPS-2005 Cartus filtrant 20"x2,5” 5 um 3,79
FCPPS-2020 Cartus filtrant 20"x2,5” 20 um 3,79
FCPPS-2050 Cartus filtrant 20”x2,5” 50 um 3,79
FCPPS-3005 Cartus filtrant 30"x2,5” 5 um 6,09
FCPPS-4005 Cartus filtrant 40”x2,5” 5 um 8,12
FCPPS-20B01 Cartus filtrant BigBlue 207"x4” 1pum 11,38
FCPPS-20B05 Cartus filtrant BigBlue 20”x4” 5 um 11,38
FCPPS-20B20 Cartus filtrant BigBlue 207"x4” 20 pm 11,38
FCPPS-20B50 Cartus filtrant BigBlue 20”x4” 50 pm 11,38
CARTUSE CU CARBINE ACTIVAT SI KDF

Model | Descriere Finete Pretin€
FCCTO-5 Cartus filtrant cu carbune activat 5"x2,5” 10 ym 1,26
FCCTO-10 Cartus filtrant cu carbune activat 10”x2,5” 10 pum 2,68
FCCTO-20 Cartus filtrant cu carbune activat 20"x2,5” 10 ym 8,70
FCCTO-20B Cartus filtrant cu carbune activat 20"x4” pt. BigBlue 10 pum 26,32
FCGAC-05P Cartus filtrant dual, sediment si carbune activat 10”x2,5” 5 um 4,18
FC-10CAg Cartus filtrant impregnat cu argint (Ag) si carbune activat 13,20




10"x2,5”
FC-10005C Cartus ceramic antibacterial cu carbune activat 10"x2,5” 0,5 um 14,58
FCCTO-10-KDF | Cartus filtrant cu carbune activat si KDF 10"x2,5” 10 um 8,08
FCGAC-10-KDF | Cartus filtrant dual, carbune activat si KDF 10"x2,5” 0,5 um 6,58

CARTUSE FILTRANTE LAVABILE

Model Descriere Finete Pretin €
FCNTC-05 Cartus filtrant 5"x2,5” Lavabil 100 um 3,26
FCNTC-10 Cartus filtrant 10°x2,5” Lavabil 100 pm 5,58

CARTUSE FILTRANTE CERAMICE

Model | Descriere Finete  Pretin€
FC-10005 Cartus ceramic antibacterial 10"x2,5” 0,5 um 5,59
FC-10005C | Cartus ceramic antibacterial cu carbune activat 10°x2,5” 0,5 um 14,58

CARCASE CARTUS REINCARCABILE




FCGEC-10 CILC-10C CiLC-20C
Model Descriere Volum Pretin€
FCGEC-10 Carcasa cartus 10”x2,5” Reincarcabil 0,551 3,18
FCGEC-20B | Carcasa cartus BigBlue 10”"x2,5” Reincarcabil 3,51 15,10
CILC-10C Carcasa cartus “in-line” cu conexiune de %" Reincarcabil 0,41 5,10
CILC-12C Carcasa cartus “in-line” cu conexiune de %" Reincarcabil 051 7,02
CARCASE CARTUS SPECIALE

Descriere

Media Debit / Pret in €
in litri capacitate

FC-10MI | Cartus filtrant mineral 10"x2,5” 0,55 5 I/min 11,76
3600 |

FC-10NI | Cartus filtrant eliminare nitrati 10”x2,5” 0,55 0,5 I/min 13,45
Regenerabil 100 |

FC-10AS | Cartus filtrant eliminare arsenic 10°x2,5” 0,55 1 I/min 24,70

20.000 |

FC-10CE | Cartus cu rasina cationica pentru dedurizare. 0,55 2 I/min 9,08
10”x2,5” Regenerabil 200 |

FC-10MB | Cartus filtrant cu pat mixt de rasini, anionica si 0,55 1 I/min 11,53

cationica 10”x2,5” 40 |

FC-10FE | Cartus eliminare fier si mangan cu “Pyrolox” 0,55 3 I/min 13,02
10”x2,5” Regenerabil 2000 |

FC-20NI | Cartus filtrant eliminare nitrati 20"x4” BigBlue 3,50 2 I/min 66,68
Regenerabil 800 |

FC-20AS | Cartus filtrant eliminare arsenic 20”x4” BigBlue 3,50 3 I/min 138,24

150.000 |

FC-20CE | Cartus cu rasina cationica pentru dedurizare. 3,50 8 I/min 38,94
20"x4” BigBlue Regenerabil 1600 |

FC-10MB | Cartus filtrant cu pat mixt de rasini anionica Si 3,50 5 I/min 54,52
cationica 20"x4” BigBlue 250 |

FC-10FE | Cartus eliminare fier si mangan cu “Pyrolox”. 3,50 18 I/min 64,00
20"x4” BigBlue Regenerabil 8000 |




Perpetuum Natural SRL

Catalog general produse pentru purificarea apei
CARCASE FILTRE

CARCASE TRANSPARENTE

FH-AQA FH-ATLO534

Model Descriere Dim. Temp. | Pres. Pretin €
FH-ATLO534 Carcasa filtru transparenta 5"x3/4” 2-45C° max.6 bar 9,52
FH-AQA1012 Carcasa filtru transparenta 10”x1/2” 2-45C° max.6 bar 10,68
FH-AQA1034 Carcasa filtru transparenta 10"x3/4” 2-45C° max.6 bar 10,68
FH-AQA1010 Carcasa filtru transparenta 10”°x1” 2-45C° max.6 bar 10,68
FH-ATL-WR Cheie pt. carcasa FH-ATLO 1,20
FH-ATL-BR Soclu pt. carcasa FH-ATLO 1,20
FH-AQA-WR Cheie pt. carcasa FH-AQA 1,20
FH-AQA-BR Soclu pt. carcasa FH-AQA 1,20
FH-AQA-OR Garnitura carcasa FH-AQA 0,94
CARCASE RO

-

Model Descriere Dim. Temp. | Pres. Pretin €
RO-CUP Carcasa filtru alba 10"x1/4” 2-45C° 25 bar 10,92
RO-CUP-WR Cheie pt. carcasa RO 1,20
RO-CUP-BR Soclu pt. carcasa RO 2,54




CARCASE BIGBLUE

Descriere

FH20B1 Carcasa filtru BigBlue 20"x1” 2-45C° 6 bar 47,05
FXWR1BB Cheie pt. carcasa BigBlue 3,40
FXBR1BB Soclu pt. carcasa BigBlue 8,27
FILTRE ANTICALCAR CU POLIFOSFATI

Model Descriere Conex. Pretin €
FHPRA Filtru anticalcar cu polifosfati 3/4” 9,69
SF-PHOS Polifosfat (sac 20kg) 253,80
POLIPHOS-37 Polifosfat set 2 x100g pt. dozator WFD-12 6,96
WF500 Polifosfat 500g pt. dozatorare WFD*** 12,60




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

MODELUL FR-34

(R

Model Finete Conex. Temp. Pres. Debit Pret in €
ce bar mc/h
FR-34 75um 3/4” 98 x 220mm 4-30 10 2,1 22,89
MODELUL DFR

Finete

DFR-34 90um 3/4” 4-30 16 2,3 94,65
DFR-1 90um 1” 4-30 16 3,0 105,77




Alte modele din seria FR

FR-54C FR-2
FR-64C FR-2H

bar mc/h
FR-54C Filtru de alama (95um) cu pahar | 5/4” | 142 4-30 16 5,9 86,5
transparent si supapa de 1
purjare, conform cu DIN 1988 si
DVGW 503
FR-64C/2 Filtru de alama (95um) cu pahar | 6/4” | 142 4-30 16 6,4 87,5
transparent si supapa de 4
purjare, conform cu DIN 1988 si
DVGW 503
FR-2 Filtru complect din alama 2’ 145 4-40 10 15 231,
(95um) cu supapa de purjare, 49
conform cu DIN 1988 si DVGW
503

mm C°

Descriere . Lin Temp. Pres. Debit

FR-2A Filtru complect din alama 27 145 4-40 10 15 537,
(95um) cu supapa de purjare Si 07
control automatic al acesteia
dupa timp conform cu DIN 1988
si DVGW 503

FC-FR-54 Rezerve cartuse filtrante (95um) 4-90 10 15 34,7
pt. FR-54C si FR-64C 6

Nota: pozitiile cu fundal rosu arata ca sunt si pentru apa calda !




Perpetuum Natural SRL Catalog general produse pentru purificarea apei
FILTRE MECANICE INDUSTRIALE (eng.)

SERIA NW

 § K | A
NW-FB408 NW-FB409
NW-FB410

Part Products Pressure / Size Price

number Temp. (LxH)  in Euro
NW- Industrial filter with thread 27 20m3/h 16bar/ 240 x 358,72
FB408 connection, cleaner tap, 2pcs 50°C 693 mm

pressure-gauge, 25um washable

cartridge
NW- Industrial filter with flange 21/2” | 25m3/h 16bar / 240 X 400,28
FB409 connection, cleaner tap, 2pcs 50°C 693 mm

pressure-gauge, 25um washable

cartridge
NW- Industrial filter with flange 3’ 30m3/h 16bar / 240 x 455,78
FB410 connection, cleaner tap, 2pcs 50°C 693 mm

pressure-gauge, 25um washable

cartridge
NW- Automatic (time controlled) 2’ 20m3/h 16bar / 240 X 657,17
FB408A | backwash industrial filter with 50°C 693 mm

thread connection, cleaner tap,

2pcs pressure-gauge, 25um

washable cartridge
NW- Automatic (time controlled) 21/2” | 25m3/h 16bar / 240 x 701,50
FB409A | backwash filter with flange 50°C 693 mm

connection, cleaner tap, 2pcs

pressuregauge, 25um washable

cartridge
NW- Automatic (time controlled) & 30m3/h 16bar / 240 x 760,70
FB410A | backwash industrial filter with 50°C 693 mm

flange connection, cleaner tap,

2pcs

pressure-gauge, 25um washable

cartridge

NW-FB Reserve filter cartridge 5pcs/bag 16bar/ 240 x 33,35

Choosable pole size (25um or 50°C 693 mm

100pm)

Pentru dimensiuni mai mari contactati firma !




SERIA DF

DF-150
DF-250

DF-100
DF-200

Price
in Euro

Power
m3/h

Part Products . Length Temp Pres.

mm ce bar

number

DF-100

Easy cleaning disc filter with
black body and

cleaner tap, 100um filter
cartridges.

4-50

10

26,52

DF-150

Easy cleaning disc filter with
black body and

cleaner tap, 100um filter
cartridges.

6/4”

188

4-50

10

12

65,29

DF-200

Easy cleaning disc filter with
black body and

cleaner tap, 100um filter
cartridges.

2”

212

4-50

10

20

198,95

DF-250

Easy cleaning disc filter with
black body and

cleaner tap, 100um filter
cartridges.

2,557

300

4-50

10

40

289,08

DF-100A

Disc automatic (time
controlled) backwash filter with
black body and cleaner tap,
100um filter cartridges

150

4-50

10

369,69

DF-150A

Disc automatic (time
controlled) backwash filter with
black body and cleaner tap,
100um filter cartridges

6/4”

188

4-50

10

12

386,70

DF-200A

Disc automatic (time
controlled) backwash filter with
black body and cleaner tap,
100um filter cartridges

212

4-50

10

20

475,80

DF-250A

Disc automatic (time
controlled) backwash filter with
black body and cleaner tap,
100um filter cartridges

2,5

300

4-50

10

40

574,44

Pentru dimensiuni mai mari contactati firma!




SERIA FR

FR-80

FR-80H

Products

Con.

Length Temp Pres.

FR-50

Industrial flange type filter with

cleaner tap and 95um

filter cartridges according to DIN
1988, DVGW 503

mm Cce bar

DN50 242 4-40 10

16,5

493,31

FR-65

Industrial flange type filter with

cleaner tap and 95um

filter cartridges according to DIN
1988, DVGW 503

DNG65 242 4-40 10

19

552,30

FR-80

Industrial flange type filter with

cleaner tap and 95um

filter cartridges according to DIN
1988, DVGW 503

DN80 310 4-40 10

37

618,17

FR-100

Industrial flange type filter with

cleaner tap and 95um

filter cartridges according to DIN
1988, DVGW 503

DN100 | 310 4-40 10

50

691,90

FR-50A

Automatic (time controlled)
backwash industrial flange
type filter with cleaner tap and
95um filter

DN50 242 4-40 10

16,5

785,00

FR-65A

Automatic (time controlled)
backwash industrial flange
type filter with cleaner tap and
95um filter

DN65 242 4-40 10

19

844,00

FR-80A

Automatic (time controlled)
backwash industrial flange
type filter with cleaner tap and
95um filter

DN80 310 4-40 10

37

909,86

FR-
100A

Automatic (time controlled)
backwash industrial flange
type filter with cleaner tap and
95um filter

DN100 | 310 4-40 10

50

983,60




FC-FR- | Spare parts 95um filter cartridge 242 4-90 10 19 47,08
50 for FR-50, FR-65, FR-50A, FR-
65A, FR-50H, FR-65H
FC-FR- | Spare parts 95um filter cartridge 242 4-90 10 50 66,04
80 for FR-80, FR-100, FR-80A, FR-
100A, FR-80H, FR-100H
Pentru dimensiuni mai mari contactati firma !

Nota: pozitiile cu fundal rosu arata ca sunt si pentru apa calda !

SERIA BLUECLEAR FH

Part number Products Infout Flow Pressure
connection m3/h /
Temp.

Pentru dimensiuni mai mari contactati firma !

Size
(LxH)
mm

Price
in
Euro

Nota: pozitiile cu fundal rosu arata ca sunt si pentru apa calda !




SERIA IWF

Products
IWF- Industrial flange type filter with1/2”cleaner tap and | DN80 36 10 |1.198,26
80M washable 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Industrial flange type filter with1/2”cleaner tap and | DN100 85 10 |1.867,82
100M washable 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Industrial flange type filter with1/2”cleaner tap and | DN125 | 100 10 |2.747,71
125M washable 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Industrial flange type filter with1/2”cleaner tap and | DN150 | 130 10 |2.902,08
150M washable 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Industrial flange type filter with1/2”cleaner tap and | DN200 | 170 10 |4.630,98
200M washable 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Automatic (time controlled) backwash industrial DN80 36 10 | 1.809,25
80A flange type filter with cleaner tap and 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Automatic (time controlled) backwash industrial DN100 85 10 | 2.604,46
100A flange type filter with cleaner tap and 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Automatic (time controlled) backwash industrial DN125 | 100 10 |3.363,88
125A flange type filter with cleaner tap and 100um bar
stainless steel cartridges with 2pcs manometer
IWF- Automatic (time controlled) backwash industrial DN150 | 130 10 | 3.674,03
150A flange type filter with cleaner tap and 100um bar
stainless steel cartridges with 2pcs manometer
IWE- Automatic (time controlled) backwash industrial DN200 | 170 10 | 4.473,22
200A flange type filter with cleaner tap and 100um bar
stainless steel cartridges with 2pcs manometer
Pentru dimensiuni mai mari contactati firma !
Continuare tabel

Part LXWxH (mm) Cartridges (mm)

number

IWF-80 300x250x705 1pc d90x400 4-93 C°
IWF-100 400x345x765 2pcs d90x400 4-93 C°
IWF-125 450x390x810 3pcs d90x400 4-93 C°
IWF-150 450x390x940 3pcs d90x500 4-93 C°
IWF-200 520x440x1035 4pcs d90x500 4-93 C°




Perpetuum Natural SRL Catalog general produse pentru purificarea apei
DIVERSE PURIFICATOARE APA SI FILTRE DE DUS

Modelul BlueClear FH-FJ3D

@ ) | | & &)

ll‘ S

I\

FH-FI3D FH-J FH-J2 Detaliu

Model Descriere Pret in

3
BlueClear | Cana filtranta, capacitate 3 litri, proiectata pentru usa frigiderului cu sistem 14,54
FH-FJ3D | de atentionare pentru schimbarea filtrului, rezistenta in masina de spalat
vase. Maner ergonomic cu banda din plastic moale si talpa aderenta.

FH-J Cartus filtrant pt. indepartarea clorului, a impuritatilor organice, sedimente, 3,33
metale grele.

FH-J2 Cartus filtrant pt. indepartarea clorului, a impuritatilor organice, sedimente, 4,42
metale grele.

Modelul BlueClear FH-CTF

Descriere
BlueClear | Filtru pe tejghea cu corp transparent si robinet metalic fara cartus filtrant 20,97
FH-CTF
Cartusele filtrante adecvate ce pot fi comandate sunt:
Model Descriere Finete Pretin
€
FCPPS-1001 Cartus filtrant 10”x2,5” 1um 1,17
FCPPS-1005 Cartus filtrant 10"x2,5” 5 um 1,17
FCPPS-1020 Cartus filtrant 10"x2,5” 20 um 1,17
FCPPS-1050 Cartus filtrant 10"x2,5” 50 um 1,17
FCCTO-10 Cartus filtrant cu carbune activat 10"x2,5” 10 pum 2,68
FCGAC-05P Cartus filtrant dual, sediment si carbune activat 10°x2,5” 5pum 4,18
FC-10CAg Cartus filtrant impregnat cu argint (Ag) si carbune activat 13,20
10”x2,5”




FC-10005C Cartus ceramic antibacterial cu carbune activat 10"°x2,5” | 0,5 um 14,58
FCCTO-10-KDF Cartus filtrant cu carbune activat si KDF 10"x2,5” 10 um 8,08
FCGAC-10-KDF | Cartus filtrant dual, carbune activat si KDF 10”x2,5” 0,5 um 6,58
FC-10005 Cartus ceramic antibacterial 10"x2,5” 0,5 um 5,59
FC-10005C Cartus ceramic antibacterial cu carbune activat 10’x2,5” | 0,5 um 14,58

Modelul BlueClear FH-CTFSS

Descriere Pret in
3
BlueClear Filtru pe tejghea cromat din otel inoxidabil si robinet metalic fara 50,64
FH-CTFSS cartus filtrant

Cartusele filtrante adecvate sunt identice ca si la modelul BlueClear FH-CTF |

MODELELE BLUECLEAR FH3 & FH3-C

- hl = ‘1 "
—
- —
f 3
'8
Model Descriere Pret in
€
BlueClear FH3 Purificator apa cu 3 stagii de filtrare, kit montaj si robinet cromat. 37,66
(cartusele incluse)
FCPPS-1005 Cartus filtrant 10"x2,5” , 5 uym 1,17
FCCTO-10 Cartus filtrant cu carbune activat 10”x2,5” 2,68
AICRO12 Post filtru “in linie” cu carbune activat 10,30
Model Descriere Pretin
3
BlueClear FH3-C | Purificator apa cu 3 stagii de filtrare, kit montaj si robinet cromat. 40,10
(cartusele incluse)
FCCTO-10 Cartus filtrant cu carbune activat 10"x2,5” 2,68
FC-10005 Cartus ceramic antibacterial 10”x2,5”; 0,5 um 5,59
AICRO12 Post filtru “in linie” cu carbune activat 10,30




MODELUL BLUECLEAR FH4

Model Descriere Pret in
€

BlueClear Purificator apa cu 4 stagii de filtrare, kit montaj si robinet cromat. 51,19
FH4 (cartusele incluse)

FCPPS-1005 Cartus filtrant 10"x2,5” , 5 ym 1,17
FCCTO-10 Cartus filtrant cu carbune activat 10°x2,5” 2,68
AICRO12 Post filtru “in linie” cu carbune activat 10,30
TLCHF-FP Post filtru “in linie” cu membrana capilara 12,16

FILTRU PENTRU DUS BLUECLEAR FH-SH4

Model Descriere Pret in
€
BlueClear FH-SH4 | Filtru dus cu cartus KDF si carbune activ 14,86

FC-SH4 Cartus de schimb cu KDF si carbune activ 3,51
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PURIFICATOARE APA CU OSMOZA INVERSA, CU NANOFILTRARE,
OPTIONALE SI COMPONENTE

MODELELE BLUECLEAR RO (OSMOZA INVERSA)

BlueClear RO fara pompa BlueClear RO cu pompa
Model Descriere Debit  Pretin€
] /i
BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, 4-5 131,72
RO-50 AICRO, TFC50V, rezervor de presiune, robinet cromat cu 1
cale, kit monta,j.
BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, 4-5 188,81

RO-50-P AICRO, TFC50V, rezervor de presiune, robinet cromat cu 1
cale, pompa, kit montaj.

BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, 6-7 136,44
RO-75 AICRO, TFC75V, rezervor de presiune, robinet cromat cu 1

cale, kit montaj.
BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, 6-7 193,52

RO-75-P AICRO, TFC75V, rezervor de presiune, robinet cromat cu 1
cale, pompa, kit montaj.

BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, | 9-10 141,40
RO-100 AICRO, TFC100V, rezervor de presiune, robinet cromat cu 1
cale, kit montaj.

BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, | 9-10 198,49
RO-100-P | AICRO, TFC100V, rezervor de presiune, robinet cromat cu 1
cale, pompa, kit montaj.

Debit masurat la o presiune de 3 bari.

MODELUL BLUECLEAR RO600P (OSMOZA INVERSA)

Descriere . Debit | Pretin€




BlueClear- | Purificator apa cu: FCPPS10005, FCCTO10, FCPPS1001, | 70-90 523,15
ROG600P AICRO, TFC300V=2buc, pompa presiune=2buc, robinet
cromat cu 1 cale, kit montaj.

MODELUL CRYSTELLO 18 (OSMOZA INVERSA)

Model Descriere Pret in
€

Crystello i8 | Purificator apa cu ecran tactil, 5 stagii de filtrare, filtre complexe 3in 1 725,00
si2in 1, UV, temperatura apa 7-92 C°, etc ...

Filtru 3inl1 Filtru de schimb 32,25
Filtru 2 inl1 Filtru de schimb 51,61
uv Lampa sterilizare cu ultraviolete

MODELELE BLUECLEAR NF (NANOFILTRARE)

BlueClear NF fara pompa
Model Descriere G° ph  Debit Pretin
I/h 3

BlueClear- Purificator apa cu: FCPPS10005, ~5 ~7,3 7-8 146,24
NF-50 FCCTO10, FCPPS1001, AICRO, VNF2-

1812, rezervor de presiune, robinet cromat

cu 1 cale, kit montaj.
BlueClear- Purificator apa cu: FCPPS10005, ~5 ~7,3 7-8 203,32

NF-50-P FCCTO10, FCPPS1001, AICRO, VNF2-
1812, rezervor de presiune, robinet cromat
cu 1 cale, kit montaj.

BlueClear- Purificator apa cu: FCPPS10005, ~5 ~7,3 | 13-14 156,43




NF-85 FCCTO10, FCPPS1001, AICRO, VNF2-

2012, rezervor de presiune, robinet cromat

cu 1 cale, kit montaj.
BlueClear- Purificator apa cu: FCPPS10005, =15 ~7,3 | 13-14 213,51
NF-85-P FCCTO10, FCPPS1001, AICRO, VNF2-

2012, rezervor de presiune, robinet cromat

cu 1 cale, kit montaj.

CONSUMABILE

AICRO AIMRO TFC VIVF
Model Descriere Pret in
3

FCPPS-1001 Cartus filtrant 10"x2,5”; 1 um 1,17
FCPPS-1005 Cartus filtrant 10”’x2,5”; 5 um 1,17
FCCTO-10 Cartus filtrant cu carbune activat 10”x2,5” 2,68
AICRO Post filtru “in linie” cu carbune activat 5,04
AIMRO Post filtru “in linie” pentru remineralizare 5,04
TFC-50V Membrana osmotica Voltron 50GPD 24,73
TFC-75V Membrana osmotica Voltron 75GPD 31,45
TFC-100V Membrana osmotica Voltron 100GPD 47,62
TFC-300V Membrana osmotica Voltron 300GPD 112,35
VNF2-1812 Nano membrana Voltron 50GPD 56,17
VNF2-2012 Nano membrana Voltron 85GPD 74,15

OPTIONALE - CARTUSE FILTRANTE

AIFIR BC-Mg2+ BC-PH+ BC-PH12+
Model Descriere Pret in
3

BC-Mg2+ | Post filtru “in linie” pt. remineralizare cu Mg (97% MgO) — NSF/ANSI 14,07
standard 60.

BC-PH+ | Post filtru “in linie” pt. remineralizare cu Mg si turmalina (97% MgO si 67% 14,51
turmalina) — NSF/ANSI standard 60. Ridica ph-ul si ORP.
Antioxidant.

BC- Post filtru “in linie” pt. remineralizare cu Mg si turmalina (97% MgO si 67% 17,13




PH12+ turmalina) — NSF/ANSI standard 60. Ridica ph-ul si ORP.
Antioxidant.

AIFIR Post filtru “in linie” bioceramic cu carbune activat. lonizeaza negativ apa 29,48
pentru imbunatatirea proceselor fiziologice .

OPTIONALE — ACCESORII

Model Descriere Pret in
3

RO-PUMP- | Pompa cu comutare automata intre joasa sau inalta presiune, cadru 59,75
SET metalic. Destinate montarii ulterioare la purificatoarele fara acest
accesoriu.
PIV-1/4 Regulator presiune cu conexiune de V4" 14,51
FXFCH3 Robinet cromat cu 1 cale. Piesa de schimb. 13,38
FXFCH4 Robinet cromat cu 2 cai. Piesa de schimb. 20,21
FXFCH4 Robinet cromat cu 2 cai in locul celui cu 1 cale, din coletul initial. 17,24
Diferenta pret.

Model Descriere Pret in
3
Aguazone- Sterilizator din otel inoxidabil cu ultraviolete pt. dezinfectia apei. 48,42
S1 Transformator 0,5GPM
UV-0.5GPM Lampa UV. Piesa de schimb. 17,47
UV0.5-KCS Teaca de cristal pt. lampa UV. Piesa de schimb 11,08

E




Model Descriere Volum Pret in
3
PRO4000W Rezervor inox pt. sistemele RO si NF 15 42,75
PRO77000N | Rezervor inox pt. sistemele RO si NF 76 195,18
Model Descriere Pret in
3
WG-04 Water guard for RO system 1/4” 20,36
WGC Cartridge for water guard 1,75
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DOZATOR & PURIFICATOR MODELUL ROM-04

ROM-04 suport pahare PPF UDF
Cc70 RO 7133
Model Descriere Dim. DEBIT Pretin €
cm
ROM-04 Dozator apa cu purificator 30x35x95 >90°C/51/h 300,00
<10°C/21/h
PPF Filtru sediment 11,00
UDF Filtru granular carbune activ 11,00
CTO Prefiltru carbon 11,00
RO Filtru osmotic 55,00
T33 Filtru postcarbon 11,00
ROM-04S Suport magnetic pahare 6,6

DOZATOR & PURIFICATOR MODELELE BLUECLEAR

Descriere Dim.  Vol. E??EBIT ?EECI)T Tegp- Pret
ece n ° A
rez. B in €
Cald
50-90°C
BlueClear- | Dozator & purificator RO, 4 | 32x 39 | 8 Litri 5L/h 550ml | 3-10°C | 428,50
RO/CWM1 | stagii, corp ABS, fete otel | x 103 25L/h Rece Rece




inox si  usa. AIPRO12, cm 340m| | Ambient
AICRO12, TFC-50V, AICRO Cald 85—9|2d°C
Ca
BlueClear- Dozator & purificator cu, 4 | 32x39 | 8 Litri 5L/h 550m| | 3-10°C 410,70
UF/CWM1 stagii, corp ABS, fete otel | x 103 25L/h Rece Rece
inox si usa. AIPRO12, cm 340ml Ambient
AICRO12, TLCHF-FP, 85-92°C
AICRO Cald | caud
BlueClear- Dozator & purificator cu, | 32x39 | 8 Litri 5L/h 550ml| | 3-10°C 388,74
AC/CWM1 corp ABS, fete otel inox si | x 103 25L/h Rece Rece
usa. AIPRO12, AICRO12. cm 340m| Ambient
85-92°C
Cald cald

Consumabile :

Model Descriere

AIPRO12 Filtru mecanic “in linie” de 5 microni 10,81
AICRO12 Filtru “in linie” cu carbune activat

TFC-50V Membrana osmotica Voltron 50GPD 24,73
TLCHF-FP Filtru “in linie” cu membrana capilara 12,16
AICRO Post filtru “in linie” cu carbune activat 5,04
CWM-CD Suport magnetic pahare 10,94

MODELUL CRYSTELLO I8 (OSMOZA INVERSA)

Model Descriere Pret in

Crystello i8 | Purificator apa cu ecran tactil, 5 stagii de filtrare, filtre complexe 3in 1si | 725,00
21n 1, UV, temperatura apa 7-92 C°, etc ...

Filtru 3inl Filtru de schimb 32,25
Filtru 2 inl Filtru de schimb 51,61
uv Lampa sterilizare cu ultraviolete

Acest model apare de 2 ori deoarece se preteaza in ambele grupe !
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Union elbow Male elbow
A ‘ UE-0404 1;4: 1,:4: 1,12 v ™ P 072
i b / s | B i 128 ME-0404 174 1/4" 0,72
% - UE-0606 | 3/8" | 38 148 .. MEOW6 | y4 378" 0,82
Lo || e e =3 % / ME-0408 174" 1y 1,28
\ - ME-0604 38" ya 1,48
ME-0606 38" 38" 1,48
ME-0608 38" 1z 1,48
& ME-0806 12" e 2,80
\ uc-0404 | 1/4" 14" 1,12 o000 vy v 280
1 ’ UC-0406 1/4" 38" 1,28
\\ UC-0s06 | A" | 38" 1,48 Union tee
B uc-osos | 12 Yz 2,38
UT-0404 1/4" 14 14" 1,16
UT-0604 38" T 1,66
\ UT-0606 38" e | e 1,66
UT-0808 12" yz 12" 1,9
FA-D404 1/4" 14" 1,12 StEI'I"I run te’e
FA-0406 | 14" 38" 1,30
A ” * FA-0408 | 14" 12" 1,72
’ FA-0604 | 38" 1y 1,72
FA-0606 | 38" e 1,72
FA-0608 | 38" yz 1,72
FA-0806 | 12" 38" 2,38 Male branch tee
FA-0808 | 12" iy 2,38

- X MRT-0404 1/4" 14" 14" 1,18
Bulkhead union \ e e e [ e res

Stem branch tee

Y BU-0404 | 1/4" 14" 2,58
. BU-0606 | 3/8" | 3/8" 3,30
BU-0406 | 1/a° | 3/ 3,46

Male branch tee

A MBT-0404 1/4" 1/4" 14" 1,12
' MBT-0604 ya 38" 14" 1,66
MET-0606 38" /8" /8" 1,66

Male connector Tank ball valve

Ball control valve

Big needle valve

Thread Thread

3/8° ya | 2,61




Stem elbow

Stem adapter

Stem | hread
% sa0i0d | y+ | yw 0,36 ¢ SE-0404 ya yar 0,72
sa0s06 | 38 | e 0,60 < o | _sevews ya e 1,00
SE-0604 e e 1,10
SE-0606 e e 1,20

i FR-0420 14" 420 1,77

FR-0550 14" ss0 | 2,19 ‘
; 1BV-0404 14" 14" 7,12

Male etll:l;w with nut : Bvoes | e | 3E 2030
connetction V0808 | yzr | y2" 13,52

Tube OD Hut 0D

(- ME-0404- 14 e

Inline check valve

ICV-0404 14" 1/4" 7,26
1CV-0606 /8" 38" 10,30
n b0 . - 0,89 Male elbow with o-ring
Tube 0D Thread
Feed water connector for N ‘ W ME-vanso 14" 4"

1/4" BV

# FWC-0606 | 3/8" 38"

FWC-0808 1y 12"

Male run tee with o-ring

] §+d

'I i
{ \ MRT-0404-0 14" 1f4* 14" 1,18

Male branch tee with o-ring
DC-2020 ra 2 0,15
DC-2520 25" o 0,15
pcas2s | 25 | 25 0,15 W wet-oaoa-0 | yar | oyer | UM 138
. DC-3020 ko 2 0,62
DC-3030 3" 3 0,62

Single clamp \\ MC-0404-0 1a 1j4" 0,92

v @ eovoin e 178" 2,58

ECV-0404 1/4" 1/4" 2,94

Tube Diameter

‘ ’ PT-04 114" 0,45
- PT-06 3f8" 0,94

18081 12" 3,95




Perpetuum Natural SRL Catalog general produse pentru purificarea apei
ALCALINIZATOARE

MODELELE WI-1, WI-2, WI-1/0W, WI-2/OW

Descriere im. Afisaj Pret
pH

Alcalinizator, kit complect de | 0,6- 550,24
instalare, prefiltru ceramic de | 5,1 | nivele 125x
carbon activ, membrana capilara 3,0- 290
(RO-CUP, FC-10005C, LCHF-4) 10,0
WI-2 | Alcalinizator, kit complect de | O0,6- 5 660cm3 195x Nu 437,95
instalare, prefiltru ceramic de | 5,1 | nivele 125x are
carbon activ, membrana capilara 5,0- 290
(RO-CUP, FC-10005C, TLCHF-4) 9,5
WI- Alcalinizator, kit complect de | 0,6- 7 660cm3 195x | Are | 496,67
1/OW | instalare, fara prefiltru, | 5,1 | nivele 125x
membrana capilara TLCHF-4 3,0- 290
10,0
WI- Alcalinizator, kit complect de | 0,6- 5 660cm3 195x Nu 423,74
2/0OW | instalare, fara prefiltru, | 5,1 | nivele 125x are
membrana capilara TLCHF-4 5,0- 290
9,5
Optional:

WI-UCF

H—

Descriere Pret in

3

WI-UCF Robinet pentru montajul alcalinizatoarelor sub chiuveta | 107,73

Consumabile:

Model Descriere Pret in

3
TLCHF-4 Membrana capilara 38,94




FC-10005C Cartus ceramic antibacterial cu carbune activat 10"x2,5” ; 0,5 um 14,58
ORP/PH Tester digital combinat ORP/PH (compenseaza temperatura) 121,72
Tester PH Set testare PH din hartie (turnesol) 3,16

MODELELE WI-4, WI-7, WI-4/0W, WI-7/OW

Descriere Debit | Supra- pH ORP D|m Afisaj Pret
[/min fata pH in €
electrozi

WI-4 | Alcalinizator ~ sub | Max 648cm2 | 4 elec- - 185x 697,43
chiuveta, kit complet| 2,0 trozi (250- | 275x
de instalare, prefiltru 3,0- 500) | 375
ceramic de carbon activ 10,0 mV

(RO-CUP, FC-10005C),
robinet  special de
comanda si curatare
automata a electrodului

WI-7 Alcalinizator sub | Max. | 1134cm2 | 7 elec- - 185x | Are 804,84
chiuveta, kit complet| 3,5 trozi (250- | 275x
de instalare, prefiltru 3,0- 700) | 375
ceramic de carbon activ 10,0 mV

(RO-CUP, FC-100050C),
robinet  special de
comanda si curatare
automata a electrodului

WI-4/OW | Alcalinizator sub | Max. | 648cm2 | 4 elec- - 185x | Are | 680,23
chiuveta, kit complet| 2,0 trozi (250- | 275x
de instalare, fara 3,0- 500) | 375
prefiltru, robinet special 10,0 mV

de comanda si curatare
automata a electrodului

WI-7/OW | Alcalinizator sub | Max. | 1134cm2 | 7 elec- - 185x | Are | 787,64
chiuveta, kit complet| 3,5 trozi (250- | 275x
de instalare, fara 3,0- 700) | 375
prefiltru, robinet special 10,0 mV

de comanda si curatare
automata a electrodului
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APARATURA DE ANALIZA, MASURA SI CONTROL (TESTERE)

CM-230A

CM-230AB

Model Descriere Parametri de Pretin

masurare €

CM-230A Instrument de masura a conductivitatii cu sonda si afisaj 0-199,9 83,49
digital LCD. Conectare sonda '%". Dim. ext. puS/cm2
48x96x100mm. Dim. fanta instalare 45x91mm.

CCT-3320 Instrument de masura a conductivitatii cu sonda si afisaj 0-199,9 132,42
digital LCD. Conectare sonda 7%". Dim. ext. puS/cm2
48x96x100mm. Dim. fanta instalare 45x91mm. Alarma
setabila.

CCT-3320- | Instrument de masura a conductivitatii cu sonda de grafit 0-19,99 571,72

GS si afisaj digital LCD. Conectare sonda 7%”. Dim. ext. puS/cma2
48x96x100mm. Dim. fanta instalare 45x91mm.

Alarma setabila. Pentru mai multe informatii a se vedea
sistemele industriale de nandfiltrare.

CM-230AB | Instrument de masura a conductivitatii cu sonda si afisaj 0-199,9 217,14
digital LCD. Conectare sonda '%". Este montat intr-o cutie puS/cm2
IP67.

CCT-3320B | Instrument de masura a conductivitatii cu sonda si afisaj 0-199,9 264,19
digital LCD. Conectare sonda '2”". Este montat intr-o cutie puS/cm2
IP67. Are alarma setabila.

CCT-3320- | Instrument de masura a conductivitatii cu sonda si afisaj 0-19,99 680,92

GSB digital LCD. Conectare sonda '%". Este montat intr-o cutie puS/cm2
IP67. Are alarma setabila. Pentru mai multe informatii a
se vedea sistemele industriale de nanofiltrare.

ORP/PH

OKT-1 TDS-2

TDS/EC

Descriere Parametri de
masurare

ORP/PH Tester digital combinat ORP/PH (compenseaza pH (pH) / 121,72
temperatura) ORP (mV)
PH-CAL/4 Solutie de calibrare 20ml de pH 4.01 pH (pH) 2,85




PH-CAL/7 Solutie de calibrare 20ml de pH 7.01 pH (pH) 2,85
PH-CAL/10 | Solutie de calibrare 20ml de pH 10.01 pH (pH) 2,85
PH-STO Sonda PH cu capacitate de 230ml 35,76
TDS/EC Tester digital combinat (conductivitate si sare) ppm/ uS 57,38
(compenseaza temperatura).
TDS-2 TDS-metru digital Totatlitatea 25,48
sarurilor
dizolvate
(ppm)
OKT-1 Set masurare duritate cu o sticluta solutie titrare. Grade Max. 9,72
germane 50
(°dH)
OKT-2 Set masurare duritate cu 2 sticlute solutie titrare. Grade Max. 14,68
germane 100
(°dH)
PH-tester Set testare PH din hartie (turnesol) pH 3,16
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STATII DE DEDURIZARE REZIDENTIALE (CASNICE) SI ACCESORII

DEDURIZATOARE MICI- “CABINET”

Descriere Cap de
comanda
BlueSoft- | Dedurizator  cabinet pentru RX %" | 670x 5 0,2- | 253,38
10-HR34 | protectia aparatelor mici cu | semiautomat 360x 0,5
valva de control al aerului 200
BlueSoft- | Dedurizator cabinet pentru STR34 %" | 670x 5 0,2- | 284,85
10-STR34 | protectia aparatelor mici cu control 360x 0,5
valva de control al aerului dupa timp 200
BlueSoft- | Dedurizator cabinet pentru SVR34 Ya" | 670x 5 0,2- | 305,24
10-SVR34 | protectia aparatelor mici cu control gggx 0,5
valva de control al aerului dupa volum
si timp
BlueSoft- | Dedurizator cabinet pentru VR34 4" | 670x 5 0,2- | 320,74
10-VR34 | protectia aparatelor mici cu control 360x 0,5
valva de control al aerului si| dupavolum 200
supapa de by-pass si timp

DEDURIZATOARE MICI SERIA “MIKRO”

Descriere Cap de Con
comanda
BlueSoft- | Dedurizator pentru protectia VR34 %" | 600x 8 0,8- | 299,76
Mikro30- | aparatelor mici cu bloc de control 250x 1,2
VR34 montaj incorporat si valva de | dupa volum 480
control al aerului si timp
BlueSoft- | Dedurizator pentru protectia VR34 %" |600x | 12,5] 1,0- | 317,91




Mikro50- | aparatelor mici cu bloc de control 300x 15
VR34 montaj incorporat si valva de | dupa volum 530
control al aerului si timp

DEDURIZATOARE REZIDENTIALE SERIA “SILVER”

Descriere

Seria “Silver”

valva STR34

Cap de
comanda

valva SVR34

Dim. Rasi
Ixgxl na
litri

Deb
m3/

Pret
in €

BlueSoft- Dedurizator cabinet cu valva de | STR34 %, | 640x 8 0,8- | 297,84
S30-STR34 | control al aerului si fara by-pass | control 250X 1,2

dupa timp 440
BlueSoft- Dedurizator cabinet cu valva de | STR34 %’ |1110x | 18 | 1,5- | 366,88
S70-STR34 | control al aerului si fara by-pass | control 250x 1,8

dupa timp 440
BlueSoft- Dedurizator cabinet cu valva de | STR34 %’ |1330x | 25 | 1,8- | 403,11
S100-STR34 | control al aerului si fara by-pass | control 250X 2,0

dupa timp 440
BlueSoft- Dedurizator cabinet cu valva de | SVR34 %" | 640x 8 0,8- | 317,21
S30-SVR34 | control al aerului si fara by-pass | control 250x 1,2

dupa timp 440

si volum
BlueSoft- Dedurizator cabinet cu valva de | SVR34 %’ |1110x | 18 | 1,5- | 386,25
S70-SVR34 | control al aerului si fara by-pass | control 250x 1,8

dupa timp 440

si volum
BlueSoft- Dedurizator cabinet cu valva de | SVR34 %’ | 1330x | 25 | 1,8- | 422,48
S100-SVR34 | control al aerului si fara by-pass | control 250X 2,0

dupa timp 440

si volum

DEDURIZATOARE REZIDENTIALE SERIA “GOLD-K”

-

VR1 control valve

VR34 control valve




Descriere
Seria “Gold-K”

Cap de

comanda

Con

Dim.

Rasi

BlueSoft- Dedurizator cabinet cu valva de VR34 %" | 690x 8 0,8- | 337,96
K30-VR34 | control al aerului si cu by-pass control 340x 1,2
dupa volum 520
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %> |690x | 125 | 1,0- | 340,36
K50-VR34 | control al aerului si cu by-pass control 340x 1,5
dupa volum 520
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %’ |1150x | 18 | 1,5- | 391,21
K70-VR34 | control al aerului si cu by-pass control 340x 1,8
dupa volum 520
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 ¥ | 1150x | 25 | 1,8- | 412,29
K100-VR34 | control al aerului si cu by-pass control 340x 2,0
dupa volum 520
si timp
BlueSoft- Dedurizator cu bloc de montaj VR34 %’ |1150x | 30 | 1,8- | 425,21
K120-VR34 | incorporat si valva de control al |  control 340x 2,0
aerului dupa volum 520
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 17 | 690x | 125 | 1,0- | 345,77
K50-VR1 incorporat si valva de control al |  control 340x 1,5
aerului dupa volum 520
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 | 1150x | 18 | 1,5- | 416,57
K70-VR1 incorporat si valva de control al | control 340x 2,0
aerului dupa volum 520
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 [ 1150x | 25 | 2,0- | 425,71
K100-VR1 |incorporat si valva de control al |  control 340x 2,5
aerului dupa volum 520
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 | 1150x | 30 | 2,5- | 437,97
K120-VR1 |incorporat si valva de control al |  control 340x 3,0
aerului dupa volum 520
si timp

DEDURIZATOARE REZIDENTIALE SERIA “GOLD-H"

Descriere
Seria “Gold-H”

Cap de
comanda

Con

Dim.
Ixgxl
mm

Rasi
na
litri

Deb
m3/
h




BlueSoft- Dedurizator cabinet cu valva de VR34 %" | 650x 8 0,8- | 327,43
H30-VR34 | control al aerului si cu by-pass control 320x 1,2
dupa volum 480
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %" |650x | 125| 1,0- | 331,41
H50-VR34 | control al aerului si cu by-pass control 320x 1,5
dupa volum 480
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %’ |1120x | 18 | 1,5- | 384,28
H70-VR34 | control al aerului si cu by-pass control 320x 1,8
dupa volum 480
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %" |1120x | 25 | 1,8- | 407,49
H100-VR34 | control al aerului si cu by-pass control 320x 2,0
dupa volum 480
si timp
BlueSoft- Dedurizator cu bloc de montaj VR34 %" |1120x | 30 | 1,8- | 421,73
H120-VR34 | incorporat si valva de control al | control 320x 2,0
aerului dupa volum 480
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 | 650x | 125 | 1,0- | 340,21
H50-VR1 incorporat si valva de control al | control 320x 1,5
aerului dupa volum 480
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 |1120x | 18 | 1,5- | 407,88
H70-VR1 incorporat si valva de control al | control 320x 2,0
aerului dupa volum 480
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 | 1120x | 25 | 2,0- | 419,88
H100-VR1 | incorporat si valva de control al |  control 320x 2,5
aerului dupa volum 480
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 | 1120x | 30 | 2,5- | 433,24
H120-VR1 | incorporat si valva de control al |  control 320x 3,0
aerului dupa volum 480
si timp

DEDURIZATOARE REZIDENTIALE SERIA “GOLD-S”

BlueSoft-
S30-VR34

Descriere
Seria “Gold-S”

Dedurizator cabinet cu valva de
control al aerului si cu by-pass

D

Cap de
comanda

VR34
control

Con

3/4”

Dim.
IxgxI
mm

640x

250x
440

Rasi
na
litri

Deb
m3/
h
0,8-
1,2

Pret
in €

331,95




dupa volum
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 %" |1100x | 18 | 1,5- | 400,98
S70-VR34 | control al aerului si cu by-pass control 250X 1,8
dupa volum 440
si timp
BlueSoft- Dedurizator cabinet cu valva de VR34 ¥’ | 1330x | 25 | 1,8- | 420,40
S100-VR34 | control al aerului si cu by-pass control 250X 2,0
dupa volum 440
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 1”7 |1100x | 18 | 1,5- | 412,53
S70-VR1 incorporat si valva de control al | control 250x 1,8
aerului dupa volum 440
si timp
BlueSoft- Dedurizator cu bloc de montaj VR1 17 | 1330x | 25 | 1,8- | 422,08
S100-VR1 | incorporat si valva de control al |  control 250X 2,0
aerului dupa volum 440
si timp

DEDURIZATOARE REZIDENTIALE SERIA “ECO”

'

Descriere

Seria “Eco”

Consum
sare&apa/
regenerare

VB34 control valve

BlueSoftEco- | Dedurizator “inteligent” cu | 1,6 kg NaCl | %" |690x | 125 | 1,0- | 389,48
K30-VB34 ecran “Blue-led” cu valva de | 90 litri H20 340x 1,5

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 2,3 kg NaCl | %" |1150x | 18 | 1,5- | 453,25
K50-VB34 ecran “Blue-led” cu valva de | 110 litri H20 D 1,8

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 3,0 kg NaCl | 3" |1150x | 25 | 1,8- | 477,78
K75-VB34 ecran “Blue-led” cu valva de | 140 litri H20 340x 2,0

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 3,6 kg NaCl | 3" |1150x | 30 | 1,8- | 492,21
K90-VB34 ecran “Blue-led” cu valva de | 160 litri H20 S0 2,0

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 1,3 kg NaCl 17 | 690x | 125 | 1,0- | 420,66
K30-VB1 ecran “Blue-led” cu valva de | 90 litri H20 340x 1,5

control al aerului si cu by- 520

pass incorporat




BlueSoftEco- | Dedurizator “inteligent” cu | 1,9 kg NaCl 1”7 | 1150x | 18 | 1,5- | 484,42
K50-VB1 ecran “Blue-led” cu valva de | 110 litri H20 340x 2,0

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 2,6 kg NaCl 17 | 1150x | 25 | 2,0- | 508,96
K75-VB1 ecran “Blue-led” cu valva de | 140 litri H20 340x 2,5

control al aerului si cu by- 520

pass incorporat
BlueSoftEco- | Dedurizator “inteligent” cu | 3,0 kg NaCl 1”7 | 1150x | 30 | 2,5- | 523,38
K90-VB1 ecran “Blue-led” cu valva de | 160 litri H20 340x 3,0

control al aerului si cu by- 520

pass incorporat
RX/IGYAF Optional: sterilizator rasina 42,62

DEDURIZATOARE REZIDENTIALE SERIA “ECO-S”

Descriere

Seria “Eco”

Consum
sare&apa/
regenerare

VB34 control valve

Deb
m3/
h

Pret
in €

BlueSoftEco- | Dedurizator cabinet cu | 1,4kgNaCl | 3" | 640x 8 0,8- | 341,88
S-20-VB34 valva de control al aerului| 80 litri H20 250X 1,2

si cu by-pass 440
BlueSoftEco- | Dedurizator cabinet cu| 1,9kgNaCl | %" |1100x | 18 | 1,5- | 572,01
S-50-VB34 valva de control al aerului | 110 litri H20 250x 1,8

si cu by-pass 440
BlueSoftEco- | Dedurizator cabinet cu| 2,6 kg NaCl | 3" |1330x | 25 | 1,8- | 607,58
S-75-VB34 valva de control al aerului | 140 litri H20 250X 2,0

Si cu by-pass 440
RX/IGYAF Optional: sterilizator rasina 42,62

DEDURIZATOARE REZIDENTIALE SERIA “MAXI”




Descriere
Seria “Maxi”

Cap de

comanda

Dim.
IxgxI

Rasi-
na

Rezer-
VOr sare

mm

litri

BlueSoft- | Dedurizator cu by- VR34 %" | 1120x 18 80 1,5- | 385,00
70-VR34 | pass sirezervor control 620x 1,8
separat de sare dupa volum 370
si timp
BlueSoft- Dedurizator cu by- VR34 %" | 1120x 25 80 1,8- | 409,84
100-VR34 pass si rezervor control 620x 2,0
separat de sare dupa volum 370
si timp
BlueSoft- Dedurizator cu by- VR1 1’ 1150x 18 80 1,5- | 414,72
70-VR1 pass si rezervor control 620x 2,0
separat de sare | dupa volum 370
si timp
BlueSoft- Dedurizator cu by- VR1 1" 1150x 25 80 2,0- | 423,02
100-VR1 pass si rezervor control 620x 2,5
separat de sare dupa volum 370
si timp
BlueSoft- Dedurizator cu by- VR1 1" 1150x 30 80 2,0- | 438,10
120-VR1 pass si rezervor control 620x 3,0
separat de sare | dupa volum 370
si timp

DEDURIZATOARE REZIDENTIALE SERIA “MAXI-ECO”

Descriere Rasi- Rezer-
Seria “Maxi-Eco” comanda na vor sare
litri litri
BlueSoft- Dedurizator VB34 %" | 1230x 18 80 1,5- | 439,57
70-VB34 “inteligent” cu control 22700)‘ 1,8
ecran “Blue-led” | dupa volum
cu by-pass si timp
incorporat si
rezervor separat
de saramura
BlueSoft- Dedurizator VB34 % | 1230x 25 80 1,8- | 465,27
100-VB34 “inteligent” cu control %5700" 2,0
ecran “Blue-led” | dupa volum
cu by-pass si timp

incorporat si
rezervor separat




de saramura
BlueSoft- Dedurizator VB1 1’ 1240x 18 80 1,5- | 476,98
70-VB1 “inteligent” cu control 620x 2,0
ecran “Blue-led” | dupa volum 380
cu by-pass si timp
incorporat si
rezervor separat
de saramura
BlueSoft- Dedurizator VB1 17 | 1240x 25 80 2,0- | 502,68
100-VB1 “inteligent” cu control 650x 2,5
ecran “Blue-led” | dupa volum 380
cu by-pass si timp
incorporat si
rezervor separat
de saramura
BlueSoft- Dedurizator VB1 17 1240x 30 80 2,0- | 519,43
120-VB1 “inteligent” cu control 670x 3,0
ecran “Blue-led” | dupa volum 380
cu by-pass si timp
incorporat si
rezervor separat
de saramura
RX/GYAF | Optional: 42,62
sterilizator rasina
ACCESORII
PG-1
B
Model Descriere Conex. Pret in
3
DF-100 Filtru negru din material plastic cu robinet de purjare si cartus 1” 26,52
filtrant de 100um
DFR-34 Filtru bicorp (cupru si plastic transparent) prevazut cu robinet 74 94,65
de purjare si regulator de presiune. Are 0 sita inox ce nu
trebuie schimbata de 90 um
DFR-1 Filtru bicorp (cupru si plastic transparent) prevazut cu robinet 1” 105,77
de purjare si regulator de presiune. Are o0 sita inox ce nu
trebuie schimbata de 90 pm
RX-F70A-1 | Bloc de montaj inteligent cu 3 functii (by-pass, mixer si valve 1” 28,08
de inchidere)
PG-1 Sifon special de evacuare cu 3 intrari d32/d40 18,72
OKT-1 Set masurare duritate cu o sticluta solutie titrare. 9,72
OKT-2 Set masurare duritate cu 2 sticlute solutie titrare. 14,68




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

STERILIZATOARE CU UV

REZIDENTIALE

Sterilizator UV pentru aparatele casnice de purificat apa inclusiv alcalinizatoare.

Model Descriere Pret in
3
Aquazone- S1 | Sterilizator din otel inoxidabil cu ultraviolete pt. dezinfectia apei. 48,42
Transformator 0,5GPM
UV-0.5GPM Lampa UV. Piesa de schimb. 17,47
UV0.5-KCS Teaca de cristal pt. lampa UV. Piesa de schimb 11,08

Sterilizatoare cu UV pentru intreaga locatie rezidentiala seria “SC ”

e s T ——

Descriere Con Lampa Nr. Dim. Debit Pretin €
W) lampi dxgxl 30-16mJ/cm2
mm (m3/h)
Aquazone | Sterilizator din otel /4 21 1 65X 1,1-2,1 192,49
SC5 inoxidabil cu UV. 85x
500
Aquazone | Sterilizator din otel Y 40 1 65X 3,4-6,6 287,36
SC12 inoxidabil cu UV. 85x
910
30mJ/cm2- standard EuroClear 16mJ/cm2- standard USA

Sterilizatoare cu UV pentru intreaga locatie rezidentiala seria “S Q”




Descriere

Con

Debit
30-16mJ/cm2

Dim.
dxgxl

Lampa  Nr.
(W)

lampi

Pret in €

mm (m3/h)

Aquazone | Sterilizator din otel Y 25 1 65X 1,4-2,5 275,48
S5Q inoxidabil cu UV. 85x

560
Aquazone | Sterilizator din otel Ya” 37 1 65X 2,3-4,5 453,06
S8Q inoxidabil cu UV. 85x

900
Aquazone | Sterilizator din otel 1” 39 1 89x 3,4-6,6 591,73
S12Q inoxidabil cu UV. 109x

950

30mJ/cm2- standard EuroClear

Componente — piese de schimb

16mJ/cm2- standard USA

Model Descriere Descriere

S461RL | Lampa UV pt, SC5 44 53 QS-461 | Teaca de cristal pt. lampa UV 13,47
(piesa schimb) pt. SC5 (piesa de schimb)

S462RL | Lampa UV pt, SC12 71,85 QS-462 | Teaca de cristal pt. lampa UV 32,85
(piesa schimb) pt. SC12 (piesa de schimb)

S463RL | Lampa UV pt, S5Q 75,24 QS-463 | Teaca de cristal pt. lampa UV 40,30
(piesa schimb) pt. S5Q (piesa de schimb)

S810RL | Lampa UV pt, S8Q 98,70 QS-810 | Teaca de cristal pt. lampa UV 45,19
(piesa schimb) pt. S8Q (piesa de schimb)

S36RL Lampa UV pt, S12Q si 99,67 QS-012 | Teaca de cristal pt. lampa UV 78,18
S24Q (piesa chimb) pt. S12Q (piesa de schimb)

INDUSTRIALE

Aguazone | Sterilizator industrial,
otel inoxidabil, cu UV.

S52

Descriere

Con

6/4”

Lampa  Nr. Dim. Debit
(W) lampi dxgxl 30-16mJ/cm2
mm (m3/h)
100 1 89x 11,8
109x

1000

Pret in €

1.180,36




Descriere

Con Lampa
(W)

Nr.
lampi

Dim.
dxgxl

mm

Debit

30-16mJ/cm2

(m3/h)

Pret
in €

Aquazone | Sterilizator industrial, 3’ 87 4 320x 23 3.612,53
S100 otel inoxidabil, cu UV. %11%x
Aquazone | Sterilizator industrial, 3” 87 5 320x 28 4.087,76
S8Q otel inoxidabil, cu UV. ‘gll%x
Aquazone | Sterilizator industrial, 3” 87 6 320x 34 4.566,08
S12Q otel inoxidabil, cu UV. ‘gll%x

Descriere

Con

Lampa
(W)

Nr.
lampi

Dim.
dxgxl
mm

Debit
30-6mJ/cm?2
(m3/h)

Pret in €

Aguazone | Sterilizator industrial, 4’ 155 4 712x 43 10.147,52
S190 otel inoxidabil, cu UV. 280x

1727
Aquazone | Sterilizator industrial, 4” 155 5 712x 55 11.050,00
S240 otel inoxidabil, cu UV. 280x

1727
Aquazone | Sterilizator industrial, 47 155 6 712x 66 11.952,49
S290 otel inoxidabil, cu UV. 280x

1727
Aquazone | Sterilizator industrial, 4’ 155 7 712x 75 12.854,97
S330 otel inoxidabil, cu UV. 280x

1727
Aguazone | Sterilizator industrial, 6” 155 8 712x 86 13.757,45
S380 otel inoxidabil, cu UV. 280x

1727
Aquazone | Sterilizator industrial, 6” 155 10 712x 109 16.194,16
S480 otel inoxidabil, cu UV. 280x

1727
Aquazone | Sterilizator industrial, 6” 155 12 712x 132 18.879,06
S580 otel inoxidabil, cu UV. 280x

1727




Model Descriere Pret Model Descriere Pret
in € in €
S951LS | Lampa UV pt, S52 198,90 QS- Teaca de cristal pt. lampa UV 49,81
(piesa schimb) 1082 pt. S52 (piesa de schimb)
S36LS Lampa UV pt, S100, S125, S150 | 190,06 QS-890 | Teaca de cristal pt. lampa UV 42,70
(piesa schimb) pt. S100, S125, S150
(piesa schimb)
S64LS Lampa UV pt, S190, S240, 381,22 QS- Teaca de cristal pt. lampa UV 94,04
S290, S330, S380, S480, S580 1560 S190, S240, S290, S330, S380,
(piesa schimb) S480, S580
(piesa schimb)

Pentru orice alte dimensiuni sau necesitati luati legatura cu firma!

Perpetuum Natural SRL
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STATII DE DEDURIZARE SEMIAUTOMATE

Dedurizatoare mobile pentru umplerea diverselor sisteme

BlueSoft-10-HR34

BlueSoft-
10-HR34

Descriere

Dedurizator  cabinet  pentru RX
protectia aparatelor mici cu | Semiau-
valva de control al aerului tomat

Rasi- Debit
na m3/h
litri

3" 670x 5 0,2-
360x 0,5
200

Pret
in €

253,38

Descriere

BlueSoft- | Dedurizator mobil, 3 2-3mc/ 10 13 Rezervor sare | 253,38
40HM unicorp, cu regenerare g;g;igori?r?a
regenerare B250x500
manuala
BlueSoft- | Dedurizator mobil, 3 3-4mc/ 15 18 Rezervorsare | 135,30
60HM unicorp, cu regenerare ég?:;ﬁ:?;;ig
:ﬁgﬁg:{:re @200x1050
BlueSoft- | Dedurizator mobil, 3 2-3mc/ 10 13 Rezervor sare | 243,99
40FLM bicorp, cu pornire regenerare 650x300x530
manuala a Coloana rasina
SO @250x500
ciclurilor automate
ale regenerarii
BlueSoft- | Dedurizator mobil, /4 3-4mc/ 15 18 Rezervorsare | 257 58




1120x230x450
Coloana rasina
@200x1050

60FLM bicorp, cu pornire
manuala a
ciclurilor automate

ale regenerarii

regenerare

Descriere Pret in

Model

RX-ADJ

Sistem de programare pentru valvele de control RX-65C-DHS prin port USB

€
43,61

Perpetuum Natural SRL

CU COMANDA DUPA TIMP

Catalog general produse pentru purificarea apei
STATII INDUSTRIALE DE DEDURIZARE MODEL “SIMPLEX”

Litri Valva Vol. Debit Cons. Dim. Greu

rasina/ / rez. m3/h sare (Kg) IxgxI -tate

m3x°gG Conex. sare Iregen. mm
BlueSoft 15/60 RX-65B- 80 0,6- 1,5-3,6 1120x370x 25 396,21
60T-RX DTS/’ 1,2 590
BlueSoft 30/120 | RX-65B- 80 1,2- 3,0-7,2 1120x370x | 47 464,17
120T-RX DTS/’ 1,8 670
BlueSoft 45/180 | RX-63B- | 130 1,8- 5,5-10,8 | 1620x370x 71 575,44
180T-RX DTS/1” 2,4 670
BlueSoft 60/240 | RX-63B- | 130 2,4- 6,0-14,4 | 1490x370x 94 648,54
240T-RX DTS/1” 3,2 720
BlueSoft 80/320 | RX-63B- | 200 3,2- 8,0-19,2 | 1650x550x | 119 840,88
320T-RX DTS/1” 3,8 940
BlueSoft | 100/400 | RX-63B- | 350 3,8- | 10,0-24,0 | 1930x740x | 150 1.064,53
400T-RX DTS/1” 4,5 1140
CU COMANDA DUPA VOLUM

Litri
~ rasina/

Valva VoI

Debit
m3/h

Cons.
sare (Kg)

Dim.
Ixgxl

Greu
-tate

Pret




m3x°gG Conex. sare
BlueSoft 15/60 RX-65B- 80 0,6- 1,5-3,6 1120x370x5 | 26 379,28
60V-RX DVS/%4” 1,2 90
BlueSoft 30/120 | RX-65B- 80 1,2- 3,0-7,2 1120x370x6 | 46 437,43
120V-RX DVS/34” 1,8 70
BlueSoft 45/180 | RX-63B- | 130 1,8- 5,5-10,8 | 1620x370x6 | 72 546,49
180V-RX DVS/1” 2,4 70
BlueSoft 60/240 | RX-63B- | 130 2,4- 6,0-14,4 | 1490x370x7 | 95 656,75
240V-RX DVS/1” 3,2 20
BlueSoft 80/320 | RX-63B- | 200 3,2- 8,0-19,2 | 1650x550x9 | 120 836,29
320V-RX DVS/1” 3,8 40
BlueSoft | 100/400 | RX-63B- | 350 3,8- | 10,0-24,0 | 1930x740x1 | 151 1.045,03
400V-RX DVS/1” 4,5 140
BlueSoft 150/600 | RX-74A- | 500 5,0- 15- 36 2030x840x1 | 223 1.889,66
600V-RX DVS/2” 7,0 370
BlueSoft | 200/800 | RX-74A- | 750 8,0- 20 - 48 1990x960x1 | 287 2.314,78
800V-RX DVS/2” 9,5 560

Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

STATII INDUSTRIALE DE DEDURIZARE LEGATE IN PARALEL MODEL “TWIN”

CU COMANDA DUPA VOLUM

Litri Valva Debit  Debit Cons. Dim. Greu Pret
rasina/ / m3/h  max. sare Ixgxl | -tate in €
m3x°g Conex. m3/h (Kg) mm
/regen.
BlueSoft 2x10 RX-65A- 2x 80 0.4-1.0 4 1.0—2.4 | 890 x 45 910,68
40D1-RX / DVS 800 x
2x60 1” 670
BlueSoft 2x15 RX-65A- 2x80 0.6-1.2 4 1.5—3.6 | 1120 x 56 939,96
60D1-RX / DVS 740 x
2x60 1” 590
BlueSoft 2x30 RX-65A- 2x80 1.2-1.8 4 3.0—7.2 | 1120 x 99 1.066,82
120D1-RX / DVS 800 x
2x120 1” 670
BlueSoft 2x45 RX-63A- 2x80 1.8-2.4 8 55—10.8 | 1620x | 145 | 1.291,54
/ DVS 900 x




180D1-RX 2x180 5/4” 670
BlueSoft 2x60 RX-63A- | 2x130 | 2.4-3.2 8 6—14.4 | 1490x | 192 | 1.439,87
240D1-RX / DVS 1040 x
2x240 5/4” 720
BlueSoft 2x80 RX-63A- | 2x200 | 3.2-3.8 8 8—19.2 | 1650x | 246 | 1.846,71
320D1-RX / DVS 1270 x
2x320 6/4” 940
BlueSoft 2x100 | RX-63A- | 2x200 | 3.8-45 8 10—24 | 1930x | 293 | 2.071,27
400D1-RX / DVS 1300x
2x400 6/4” 950
BlueSoft 2x125 | RX-74A- | 2x200 | 4555 20 125—30 | 1990x | 362 | 3.425,45
500D1-RX J Lvs 1390 x
2x500 2" 1000
BlueSoft 2x150 RX-74A- 2 x 350 55-7.0 20 15—36 2030 x 452 4_081,57
600D1-RX / DVS 1550x
2x600 2" 1270
BlueSoft 2x200 RX-74A- 2 x 500 7.0-9.5 20 20—48 1990 x 574 4_868,83
800D1-RX / DVS 1700x
2x800 27 1440
BlueSoft 2x300 RX-74A- 2 x 750 9.5-12 20 30—72 2250 x 846 6.292,20
1200D1-RX ! DVS 1920 x
2x1200 27 1610
BlueSoft 2x400 RX-77A- 2 x 750 12-14 36 40—96 2490 x 1210 9.666,04
1600D1-RX / DVS 2040 x
2x1600 3’ 1730
BlueSoft 2x450 RX-77A- 2 X 750 14-17 36 45—108 2490 x 1306 9_943,86
1800D1-RX / DVS 2040 x
2x1800 3’ 1730
BlueSoft 2x600 RX-77A- 2 x 1000 17-18 36 60—144 2500 x 1672 12_325,7
2400D1-RX / DVS 2370 x 9
2x2400 3’ 2020
BlueSoft 2X650 RX-78SM- | 2 x 1000 18-28 80 65—156 2450 x 1830 19_324,7
2600D1-RX / DVS 2870 x 8
2x2600 3’ 2020
BlueSoft 2x700 RX-78SM- | 2 x 1000 28-34 80 70—168 2450 x 1950 19.602,6
2800D1-RX /2x2800 DVS 2870 x 0
DN100 2020
BlueSoft 2x800 RX-78SM- | 2 x 1000 34-40 80 80—192 2450 x 1968 18.607,0
3200D1-RX / DVS 2870 x 7
2x3200 DN100 2020

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
STATII INDUSTRIALE DE DEDURIZARE LEGATE IN PARALEL MODEL

“TRIPLEX”

CU COMANDA DUPA VOLUM




Litri Valva . Debit Cons. Dim. Gre Pret
rasina/ / . max. sare (Kg) Ixgxl u- in €
mm tate

BlueSoft 3x45 RX-63A- 3x80 3.6-4.8 12 5.5—10.8 1620 x 219 2.025,47
180T1-RX / DVS 1500 x
3x180 6/4” 670
BlueSoft 3x60 RX-63A- 3 x 130 4.8-6.4 12 6.0—14.4 1490 x 290 2.248.,20
240T1-RX / DVS 1640 x
3x240 27 720
BlueSoft 3x80 RX-63A- 3 x 200 6.4-7.6 12 8.0—19.2 1650 x 373 2.882,34
320T1-RX / DVS 2150 x
3x320 27 940
BlueSoft 3x100 RX-63A- 3 x 200 7.6-9.0 12 10 - 24 1930 x 443 3_219,18
400T1-RX / DVS 2200 x
3x400 27 950
BlueSoft 3x125 RX-74A- 3 x 200 9-11 30 12.5-30 1990x 536 4_893,78
500T1-RX / DVS 2340 x
3x500 27 1000
BlueSoft 3x150 RX-74A- 3 x 350 11- 14 30 15 - 36 2030 x 685 6_366,75
600T1-RX / DVS 2580 x
3x600 27 1270
BlueSoft 3x200 | RX-74A- | 3x500 | 14-19 30 20 - 48 1990x | 686 | 7.547,65
800T1-RX / DVS 2800x
3x800 3 1440
BlueSoft 3x300 RX-74A- 3 x 750 19 - 24 30 30-72 2250 x 1275 9_682,70
1200T1-RX / DVS 2940 x
3x1200 3’ 1610
BlueSoft 3x400 RX-77A- 3 x 750 24 - 28 54 40 - 96 2490 x 1826 14_813,8
1600T1-RX / DVS 3310x 7
3x1600 3 1730
BlueSoft 3x450 RX-77A- 3 x 750 28 - 34 54 45 - 108 2490 x | 1970 15_230,6
1800T1-RX / DVS 3310x 0
3x1800 3’ 1730
BlueSoft 3x600 RX-77A- 3x1000 | 34-36 54 60 - 144 2500 x | 2520 18_803,4
2400T1-RX / DVS 3800 x 3
3x2400 3 2020
BlueSoft 3x650 RX-78SM- | 3x 1000 | 36 -56 120 65 - 156 2450 x | 2744 28_987,1
/ DVS 4300 x
ZBIVT LA 3x2600 DN100 2020 8
BlueSoft 3x700 RX-78SM- | 3x 1000 | 56 - 68 120 70 - 168 2450 x | 2924 29.403,9
2800T1-RX / DVS 4300 x 0
3x2800 DN100 2020
BlueSoft 2x600 RX-78SM- | 3x 1000 | 68 - 80 120 80 -192 2450 x | 2951 27.910,6
3200T1-RX / DVS 4300 x 2
2x2400 DN100 2020

Pentru modele mai mari contactati firma !
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STATII INDUSTRIALE DE DEDURIZARE MODEL “DUPLEX” CU O COLOANA IN

STANDBY

CU COMANDA DUPA VOLUM

Litri Valva . Debit Cons. Dim. Greu Pret
rasina/ / . EVE sare Ixgxl -tate in €
m3x°g  Conex. m3/h (Kg) mm
€ Iregen.

BlueSoft 2x10 RX-65A- 80 0.4-1.0 2 1.0—2.4 | 890 x 43 1.261,14
40D2-RX / DVS 800 x
2x60 3/4” 670

BlueSoft 2x15 RX-65A- 80 0.6-1.2 2 1.5—3.6 | 1120 53 1.290,42
60D2-RX / DVS X 740
2x60 3/4” x 590

BlueSoft 2x30 RX-65A- 80 1.2-1.8 2 3.0—7.2 | 1120 97 1.417,29
120D2-RX / DVS x 800
2x120 3/4” X 670

BlueSoft 2x45 RX-63A- 130 1.8-2.4 4 5.5—10.8 | 1620 143 1.629,69
180D2-RX / DVS x 900
2x180 1” X 670

BlueSoft 2x60 RX-63A- 200 2.4-3.2 4 6—14.4 | 1490x | 190 1.845,78
240D2-RX / DVS 990 x
2x240 1 900

BlueSoft 2x80 RX-63A- 350 3.2-3.8 4 8—19.2 | 1650x | 244 2.178,42
320D2-RX / DVS 1270x
2x320 17 1130

BlueSoft 2x100 RX-63A- 350 3.8-45 4 10—24 | 1930x | 290 2.402,98
400D2-RX / DVS 1300x
2x400 1 1140

BlueSoft 2x125 RX-74A- 350 4.5-5.5 10 12.5—30 | 1990x | 367 3.795,56
/ DVS 1390x
SHBIBrZRRN 2x500 6/4” 1190

BlueSoft 2x150 RX-74A- 500 5.5-7.0 10 15—36 | 2030x | 446 4.388,45
600D2-RX / DVS 1550x
2x600 6/4” 1370

BlueSoft 2x200 RX-74A- 750 7.0-9.5 10 20—48 | 1990x | 567 5.082,46
800D2-RX / DVS 1700x
2x800 6/4” 1560




BlueSoft 2x300 RX-74A- 1000 9.5-12 10 30—72 2250x 831 6.345,47
1200D2-RX / DVS 1790x
2x1200 6/4” 1730

BlueSoft 2x400 RX-77A- 2 X 750 12-14 18 40—96 2490x | 1213 9.944,99
1600D2-RX / DVS 2040x
2x1600 2" 1730

BlueSoft 2x450 RX-77A- 2x 750 14-17 18 45—108 | 2490x | 1309 10.222,81
1800D2-RX / DVs 2040x
2x1800 2" 1730

BlueSoft 2x600 RX-77A- | 2 x 1000 17-20 20 60—144 | 2500x | 1676 12.604,73
2400D2-RX / DVS 2370x
2x2400 2" 2020

BlueSoft 2x650 | RX-78SM- | 2 x 1000 18-28 40 65—156 | 2310x | 1846 20.110,56
2600D2-RX / DVs 2370x
2x2600 3” 2020

BlueSoft 2X700 | RX-78SM- | 2x 1000 | 28-34 40 70—168 | 2310x | 1966 20.388,38
2800D2-RX /2x2800 DVS 2370x
DN100 2020

BlueSoft 2x800 | RX-78SM- | 2x 1000 | 34-40 40 80—192 | 2310x | 1984 19.392,85
3200D2-RX / DVS 2370x
2x3200 DN100 2020

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL Catalog general produse pentru purificarea apei

STATII INDUSTRIALE DE DEDURIZARE MODEL “TRIPLEX” CU O COLOANA
IN STANDBY

CU COMANDA DUPA VOLUM




Litri Valva . Debit Debit Cons. Dim. Greu Pret

rasina/ / . m3/h  max. sare Ixgxl -tate in €
m3x°g Conex. m3/h (Kg) mm
G Iregen.
BlueSoft 3x45 RX-63A- 3x80 3.6-4.8 8 5.5—10.8 | 1620x 219 2.608,99
180T2-RX / DVS 1500x
3x180 6/4” 670
BlueSoft 3x60 RX-63A- 3x130 | 4.8-6.4 8 6.0—14.4 | 1490x 290 2.831,71
240T2-RX / DVS 1640x
3x240 27 720
BlueSoft 3x80 RX-63A- 3x 200 6.4-7.6 8 8.0—19.2 | 1650x 373 3.465,85
320T2-RX / DVS 2150x
3x320 2’ 940
BlueSoft 3x100 RX-63A- 3 x 200 7.6-9.0 8 10-24 1930x 443 3.802,69
400T2-RX / DVS 2200x
3x400 2’ 950
BlueSoft 3x125 RX-74A- 3x 200 9-11 20 12.5-30 | 1990x 536 6.111,98
500T2-RX / DVS 2340x
3x500 27 1000
BlueSoft 3x150 RX-74A- 3 x 350 11-14 20 15 - 36 2030x 685 7.584,94
600T2-RX / DVS 2580x
3x600 2’ 1270
BlueSoft 3x200 RX-74A- 3 x 500 14-19 20 20-48 1990x 686 8.811,74
800T2-RX / DVS 2800x
3x800 3” 1440
BlueSoft 3x300 RX-74A- 3 x 750 19-24 20 30-72 2250x | 1275 10.946,79
1200T2-RX / DVS 2940x
3x1200 3” 1610
BlueSoft 3x400 RX-77A- 3x750 24 - 28 36 40 - 96 2490x | 1826 16.569,93
1600T2-RX / DVS 3310x
3x1600 3” 1730
BlueSoft 3x450 RX-77A- 3x 750 28 - 34 36 45-108 | 2490x | 1970 16.986,66
1800T2-RX / DVS 3310x
3x1800 3” 1730
BlueSoft 3x600 RX-77A- | 3x 1000 | 34-36 36 60 - 144 | 2500x | 2520 20.559,56
2400T2-RX / DVS 3800x
3x2400 3” 2020
BlueSoft 3x650 | RX-78SM- | 3x 1000 | 36 -56 80 65-156 | 2450x | 2744 33.175,66
2600T2-RX / DVS 4300x
3x2600 DN100 2020
BlueSoft 3x700 | RX-78SM- | 3x 1000 | 56 - 68 80 70-168 | 2450x | 2924 33.592,38
2800T2-RX / DVS 4300x
3x2800 DN100 2020
BlueSoft 2x600 | RX-78SM- | 3x 1000 | 68 - 80 80 80-192 | 2450x | 2951 32.099,10
3200T2-RX / DVS 4300x
2x2400 DN100 2020

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
STATII INDUSTRIALE DE DEDURIZARE MODEL “DUPLEX” CU O SINGURA
VALVA

CU COMANDA DUPA VOLUM




Litri
rasina/

Valva
/

Dim.

Greu

BlueSoft 2x10 RX-73A- 80 0.4-1.0 35 1.0—2.4 | 890x 38 812,72
40D3-RX / DVS 800x

2x40 17 670
BlueSoft 2x15 RX-73A- 80 0.6-1.2 35 15—3.6 | 960x 48 841,98
60D3-RX / DVS 640x

2x60 1” 590
BlueSoft 2x30 RX-73A- 80 1.2-1.8 35 3.0—7.2 | 960x 92 968,87
120D3-RX / DVS 640x

2x120 1” 670
BlueSoft 2x45 RX-73A- 130 1.8-2.4 35 5.5—10.8 | 1430x | 137 1.105,70
180D3-RX / DVS 900x

2x180 1” 670
BlueSoft 2x60 RX-73A- 200 2.4-3.2 35 6—14.4 | 1300x | 184 1.320,45
240D3-RX / DVS 990x

2x240 1” 900
BlueSoft 2x80 RX-73A- 350 3.2-35 35 8—19.2 | 1460x | 238 1.654,43
320D3-RX / DVS 1270x

2x320 1” 1130
BlueSoft 2x100 | RX-73A- 350 3.2-35 35 10—24 | 1740x | 285 1.878,98
400D3-RX / DVS 1300x
BlueSoft 2x125 RX-73A- 350 3.2-35 35 12.5—30 | 1760x | 344 2.199.89
500D3-RX / DVS 1390x

2x500 1” 1190
BlueSoft 2x150 RX-88A- 500 5.5-7.0 10 10 2030x | 446 4.339,81
600D3-RX / DVS 1550x
BlueSoft 2x200 RX-88A- 750 7.0-9.5 10 10 1990x | 567 5.078,65
800D3-RX / DVS 1700x

2x800 6/4” 1560
BlueSoft 2x300 RX-88A- 1000 9.5-10 10 10 2250x | 846 6.321,00
1200D3-RX / DVS 1790x

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

STATII DE DEFERIZARE CU GRANULAT “BIRM”

CU RESPALARE MANUALA




Birm Valva Debit | Suprafata Debit Greu
litri respalare -tate

BlueSoft 24 RX-56F-MHF 0,4-0,8 0,05 1,5 m3/h 28
1035BT-RX r

Dim.
IxgxI

331,72

CU RESPALARE AUTOMATA DUPA TIMP

Birm Valva Debit Debit
litri respalare

BlueSoft 43 RX-67B-DTF | 0,5-1,0 0,05 1,5m3/h 51 1620x 533,33
1054BT-RX r %OOOOX
BlueSoft 71 RX-67B-DTF | 0,8-1,6 0,08 2,4 m3/h 84 1650x 744,30
1354BT-RX i 33%%)(
BlueSoft 85 RX-67B-DTF | 1,0-2,0 0,1 3,0 m3/h 93 1930x 851,41
1465BT-RX r ‘ZOOOOX
BlueSoft 114 RX-67B-DTF | 1,3-2,6 0,13 3,9 m3/h 126 | 1950x 1.022,47
1665BT-RX = iss%x
BlueSoft 141 RX-67B-DTF | 1,8-3,6 0,18 5,4 m3/h 166 | 1990x 1.196,28
1865BT-RX 1 553300x
BlueSoft 198 RX-75A-DTF 2,2-4.4 0,22 6,6 m3/h 208 1990x 2.021,70
2162BT-RX 2 %%%X
BlueSoft 255 RX-75A-DTF | 2,8-5,6 0,28 8,4 m3/h 281 | 2250x 2.526,27
2472BT-RX 2’ 665500x
BlueSoft 397 | RX-77A-DVS | 4,4-88 0,44 13,2 m3/h 481 | 2490x 4.522 56
3072BT-RX z 7777%x
BlueSoft 566 | RX-77A-DVS | 6,4-12,8 0,64 18 m3/h 660 | 2500x 5.826,88
3672BT-RX 2 %‘ZOOX
BlueSoft 736 RX-78SM- 8,6-,17,2 0,88 25 m3/h 852 2530x 11.162,49
4272BT-RX VS L2

21/2” 1070
BlueSoft 934 RX-78SM- | 11,3-22,6 1,12 30 m3/h 1051 | 2510x | 13.206,46
4872BT-RX DVS 1360x

21/2” 1220

Pentru cerinte mai mari contactati firma !




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

STATII DE DEFERIZARE S| DEMANGANIZARE CU GRANULAT “PYROLOX”

CU RESPALARE MANUALA

Birm Valva Debit | Suprafata Debit Greu Dim.
litri respalare -tate Ixgxl

BlueSoft 15 RX-56F-MHF | 0,4-0,8 0,05 3.0 m3/h 62 | 1290x 378,82
1035PT-RX r 33%%x

CU RESPALARE AUTOMATA DUPA TIMP

Birm Valva Debit Greu Dim.
litri / respalare -tate Ixgxl
Conex. mm
BlueSoft 23 RX-67B-DTF | 0,5-1,0 0,05 3.0m3/h 98 1620x 520,26
1054PT-RX 1 33%%x
BlueSoft 41 RX-67B-DTF | 0,8-1,6 0,08 4.8 m3/h 163 | 1650x 834,81
1354PT-RX r 33%%x
BlueSoft 55 RX-67B-DTF | 1,0-2,0 0,1 6.0 m3/h 215 | 1930x 955.36
1465PT-RX 1 400x
400
BlueSoft 68 RX-75A-DTF | 1,3-2,6 0,13 7.8 m3/h 280 | 1950x 1.532,13
1665PT-RX 2’ 255%X
BlueSoft 82 RX-75A-DTF | 1,8-3,6 0,18 10.8 m3/h 373 | 1990x 1.911,55
1865PT-RX 2’ %%%x
BlueSoft 96 RX-77A-DVS | 2,2-4.4 0,22 13.2 m3/h 418 | 1990x 2.639,74
2162PT-RX 2 %%%x
BlueSoft 123 RX-77A-DVS | 2,8-5,6 0,28 16.8 m3/h 544 | 2250x 3.357,76
2472PT-RX 2 %55%x
BlueSoft 191 RX-78SM- 4,4-8,8 0,44 26.4 m3/h 893 | 2490x 7.521,21
3072PT-RX DVS 770x
21/2" 770
BlueSoft 286 RX-78SM- 6,4-12,8 0,64 38.4 m3/h 1261 | 2500x 8.853,51
3672PT-RX DVS 940x
21/2 940

Pentru cerinte mai mari contactati firma!




Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

STATII DE DEFERIZARE S| DEMANGANIZARE CU GRANULAT
“GREENSAND PLUS”

CU RESPALARE AUTOMATA DUPA TIMP

Green
sand

Debit

Supra-

Debit
respa-

Volum
tanc
solutie

Dim.

Greu

BlueSoft 43 RX-63B- | 0.5-1.0 0.05 1,6 m2/h 20 litri 1620x | 90 636,22
1054GTS DTS 300x
-RX v 530
BlueSoft 71 RX-63B- | 0.8-1.6 0.08 2,6 m2/h 20 litri 1650x | 146 832,23
1354GTS DTS 0
-RX r 620
BlueSoft 85 RX-63B- | 1.0-2.0 0.1 3,2m2/h 20 litri 1930x | 168 954,51
1465GTS DTS 400x
-RX v 630
BlueSoft 114 RX-63B- | 1.3-2.6 0.13 4,2 m2/h 130 litri 1950x 226 1.167,40
1665GTS DTS 450x
-RX r 820
BlueSoft 142 RX-74A- | 1.8-3.6 0.18 5,8 m2/h 130 litri 2030x | 292 1.886,59
1865GTS DTS 530x
-RX 2’ 900
BlueSoft 198 RX-74A- | 2.2-4.4 0.22 7,4 m2/h 130 litri 1990x 377 2.267,04
2162GTS DTS 530x
-RX 2 900
BlueSoft 43 RX-67B- | 0.5-1.0 0.05 1,6 m2/h | Regenerare | 1620x a0 616,89
1054GT- DTF continua 300x
RX 17 530
BlueSoft 71 RX-67B- | 0.8-1.6 0.08 2,6 m2/h | Regenerare | 1650x 146 812,88
1354GT- DTF continua 390x
RX 1’ 620
BlueSoft 85 RX-67B- | 1.0-2.0 0.1 3,2m2/h | Regenerare | 1930x 168 935,16
1465GT- DTF continua 400x
RX 1’ 630
BlueSoft 114 RX-67B- | 1.3-2.6 0.13 4,2 m2/h | Regenerare | 1950x 226 1.124,37
1665GT- DTF continua 450x
RX 1’ 820




BlueSoft 142 RX-75A- | 1.8-3.6 0.18 5,8 m2/h | Regenerare | 2030x | 292 1.814,41
1865GT- DTF continua 530x
RX 2’ 900
BlueSoft 198 RX-75A- | 2.2-4.4 0.22 7,4 m2/h | Regenerare | 1990x 377 2.188,48
2162GT- DTF continua 530x
RX 27 900
BlueSoft 255 RX-75A- | 2.8-5.6 0.28 9,6 m2/h | Regenerare | 2250x 494 2.728,78
2472GT- DTF continua 650x
RX 2’ 650
BlueSoft 397 RX-77A- | 4.4-8.8 0.44 15,1 Regenerare | 2490x 812 4.835,46
3072GT- DTF m2/h continua 770x
RX 27 770
BlueSoft 568 RX-77A- | 6.4-12.8 0.64 20,4 Regenerare | 2500x | 1132 6.298,38
3672GT- DTF m2/h continua 940x
RX 2’ 940
BlueSoft 738 RX- 8.6-17.2 0.88 28,2 Regenerare | 2530x | 1465 11.743,20
4272GT- 78SM- m2/h continua 1210x
RX DVS 1070
22/1”

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL Catalog general produse pentru purificarea apei

CU GRANULAT “ECOMIX-A"

Model Eco- Valva Debit Supra- Debit Volum Dim. Greu Pret
mix-A / m3/h fata respa- coloana Ixgxl -tate in €
litri/  Conex m2 lare rasina mm
capaci
tate
BlueSoft 25/ RX-63A- | 1-1,2 0.05 0,75 Incorporat 1150 38 827,92
N120EA/ 52m3 DVS m2/h x 340
X °gG 1” x 520

VR1




BlueSoft 37/ RX-63A- | 1,1-1,3 0.05 0,75 80 litri 1620 x 146 973,41
1054EA- Z7ofgg D¥,S m2/h 3Z$OX
RX
BlueSoft 50/ | RX-63A- | 1,4-1,7 | 0.07 1,05 80 litri 1490 x | 168 1.166,07
X °gG 1” 720
RX
BlueSoft | 62/ | RX63A-| 1,62 0.08 12 80 litri 1650x | 226 1.378,84
X °gG 1” 760
RX
BlueSoft 75/ | RX-63A- | 225 0.1 15 130 litri 1930x | 292 1.599,18
x gG 17 770
RX
BlueSoft | 100/ | RX-63A- | 2632 | 0.13 1,95 130 litri 1950 x | 377 1.986.39
1665EA- 210m3 DVS m2/h 450 x
X °gG 1” 820
RX
BlueSoft 311550 /3 RX-7T4A- | 4455 | 0.22 33 200 litri 1690900 x | 90 3.413.97
2162EA- m DVS m2/h X
x 0gG 2 1150
RX
BlueSoft 427225 /3 RX-74A- | 5,6-7 0.28 4,2 300 litri 169(;.400 x | 146 4.774.62
2472EA - m DVS m2/h X
X 909G 2 1150
RX
BlueSoft 350/ RX-77A- | 8,8-11 0.44 6,6 500 litri 2490 x 168 8.636,95
3072EA- 735m3 DVS m2/h 770 x
x 0gG 2 770
RX
BlueSoft | 525/ | RX-77A- | 12,8-16 | 0.64 9,6 750 litri 2490x | 226 | 11.319.85
3672EA- 1102m3 DVS m2/h 770 x
x °gG 2’ 770
RX
BlueSoft 708 /3 RX-77A- | 18 0.88 13,2 1000 litri 2338 x| 292 | 15.751,53
4272EA- 1470m DVS m2/h 1210 x
x 0gG 2 1070
RX
BlueSoft 1 ggg /3 RX- | 22428 | 1.12 16,/?1 1500 litri igig x | 377 | 22.305,49
. m 78SSM- m2 X
éi;?ZEA X 9gG DVS 1070
22/1”

Pentru modele mai mari contactati firma !

CU GRANULAT “ECOMIX-C”

Model Eco- Valva Debit Supra- Debit Volum Dim. Greu Pret
mix-C / m3/h fata respa- coloana Ixgxl -tate in €
litri/  Conex m2 lare rasina mm
capaci




-tate

BlueSoft 25/ | RX-63A- | 1-1,2 0.05 0,75 Incorporat | 1150 38 870,85
N120EC/ | (573 | DVS m2/h x 390
%&Eggt 6367m /3 R)I(D-\E/BgA- 1,1-1,3 0.05 r?127/5r)1 80 litri 1367200Xx 44 1.036,95
RX X °gG 1” 670
ﬂligzgf_t 956?]1 /3 R)é-\egA- 1,4-1,7 0.07 #],g/?] 80 litri 1347900XX 57 1.251,93
RX X °gG 1” 720
?gézécéft 13 rr/13 R)SS%A— 1,6-2 0.08 rr}ﬁh 80 litri 1369500Xx 69 1.487,04
RX X °gG 1” 760
ﬂlégégf_t 1;3 43 R)E)—\Eng- 225 0.1 mlé?h 130 litri 14?0300xx 94 1.727.97
RX x °gG 1” 770
?é%;ﬁ%f.t 1%%?]1 /3 R)S\(;gA- 2,6-3,2 0.13 #]3/5;] 130 litri fssooxx 118 2.158,11
=5 X 0gG 17 820
gllégg();ﬂ 21750?n /3 R)é—\?/gA- 4,455 0.22 n?é?h 200 litri 1690900XX 174 3.671,55
. x °gG 2" 1150
%‘Zggf 421205m /3 R)I(D-\ZéA— 5,6-7 0.28 r:ﬁh 300 litri 1690900XX 234 5.160,99
- X 0gG 2" 1150
g(l)l;ggc);ﬂ 63350?n /3 R)E)—\?/;A— 8,8-11 0.44 n?é(/sh 500 litri 2747900XX 573 9.237,97
RX x °gG 2" 770
gél;(;g%ft 954255m /3 R)é-\ZA- 12,8-16 0.64 n?é?h 750 litri 2747900XX 716 | 12.221.38
RX X °gG 27 770
E’;;;E%f.t 1?6)8 43 R)é—\zA- 18 0.88 ri]?é/i 1000 litri igigi 958 | 16.953,57
RY x °gG 2" 1070
Eél;gz(():ﬂ 1338 n/13 78?;-'\/' _ 22,4-28 | 1.12 é&;ﬁ] 1500 litri igigi 1208 | 23.850,97
Ry X °gG DVS 1070

22117

Pentru modele mai mari contactati firma !

MODELE “DUPLEX” CU GRANULAT “ECOMIX-A"




Model Eco- Valva Debit Supra- Debit Volum Dim. Greu Pret
mix-A / m3/h fata respa- coloana Ixgxl -tate in €
litri/ Conex m2 lare rasina mm
capaci
tate

BlueSoft | 2x37/ | RX-73A-| 1-1,3 0.05 0,75 80 litri 1430 115 1.876,33
1054EA- 2X77m3 DVS m2/h x 900

D3-RX x °gG 17 X 670

BlueSoft | 2x50/ | RX-73A- | 1,4-1,7 0.07 1,05 130 litri 1300 150 2.261,58
1248EA- 2x105m DVS m2/h X 990

D3-RX 3 x°G 17 x 900

BlueSoft | 2x62/ | RX-73A-| 1,6-2 0.08 1,2 130 litri 1460 186 2.718,99
1354EA- 2x130m DVS m2/h x1270

D3-RX 3x°9G 1” x1130

BlueSoft | 2x75/ | RX-73A-| 2-2,5 0.1 1,5 200 litri 1740 236 3.246,37
1465EA- 2x157m DVS m2/h x1300

D3-RX 3x°%G 1” x1140

BlueSoft | 2x100/ | RX-73A- | 2,6-3,2 0.13 1,95 200 litri 1760 291 4.085,32
1665EA- 2x210m DVS m2/h x1390

D3-RX 3x°9G 1” x1190

BlueSoft | 2x150/ | RX-88A- | 4,4-5,5 0.22 3,3 350 litri 1990 434 7.827,99
2162EA- 2x315m DVS m2/h x1700

D3-RX 3x°G 6/4” x1560

BlueSoft | 2x225/ | RX-88A- | 5,6-7 0.28 4,2 500 litri 2250 621 10.501,27
2472EA- 2x472m DVS m2/h x1790

D3-RX 3 x°%G 6/4” x1730

BlueSoft | 2x350/ | RX-88A- | 8,8-10 0.44 6,6 750 litri 2490 981 15.271,63
3072EA- 2X735m DVS m2/h x1790

D3-RX 3x°G 6/4” x1730

Pentru modele mai mari contactati firma !

MODELE “DUPLEX” CU GRANULAT “ECOMIX-C”

Debit
m3/h

Eco- Valva
mix-A /

litri/  Conex
capaci

tate

2x37 /
2x66m3

RX-73A-
DVS

BlueSoft 1-1,3

1054EC-

Supra-
fata
m2

0.05

Debit
respa-
lare

0,75
m2/h

Volum
coloana
rasina

80 litri

Dim.
Ixgxl
mm

1430
x 900

Greu

-tate

115

Pret
in €

2.005,12




D3-RX X °gG 1 X 670
BlueSoft 2x50/ | RX-73A- | 1,4-1,7 0.07 1,05 130 litri 1300 150 2.433,30
1248EC- 2x90m3 DVS m2/h X 990
D3-RX x °gG 1” x 900
BlueSoft 2x62/ | RX-73A- | 1,6-2 0.08 1,2 130 litri 1460 186 2.933,64
1354EC- 2x111m DVS m2/h x1270
D3-RX 3x°G 17 x1130
BlueSoft 2x75/ | RX-73A- | 2-2,5 0.1 1,5 200 litri 1740 236 3.503,95
1465EC- 2x135m DVS m2/h x1300
D3-RX 3 x°gG 1” x1140
BlueSoft 2x100/ | RX-73A- | 2,6-3,2 0.13 1,95 200 litri 1760 291 4.428,76
1665EC- 2x180m DVS m2/h x1390
D3-RX 3x°G 17 x1190
BlueSoft 2x150/ | RX-88A- | 4,4-5,5 0.22 3,3 350 litri 1990 434 8.343,15
2162EC- 2x270m DVS m2/h x1700
D3-RX 3 x°gG 6/4” x1560
BlueSoft 2x225/ | RX-88A- | 5,6-7 0.28 4,2 500 litri 2250 621 11.274,01
2472EC- 2x410m DVS m2/h x1790
D3-RX 3 x°G 6/4” x1730
BlueSoft 2x350/ | RX-88A- | 8,8-10 0.44 6,6 750 litri 2490 981 16.473,67
3072EC- 2x630m DVS m2/h x1790
D3-RX 3 x°gG 6/4” x1730

Pentru modele mai mari contactati firma !

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
STATII PENTRU ELIMINAREA AZOTATILOR (NITRITI, NITRATI)

Rasina Valva Debit Apaprodusaintre2 Volum Greu Dim. Pretin

litri / mc/h regenerari rasina -tate Ixgxl €
conex. mc/h
BlueSoft 25 RX- 0.7—- | 225/(NO3=S042") | Incor- 40 | 1150x 723,56
1035NI- 63A- 1.5 | 225/nitrate+sulphate) | porat 340x
RX DVS 17 520
BlueSoft 37 RX- 15— | 330/(NO3=S04%) | 130litri | 59 | 1620x 800,64
1054NI- 63A- 2.0 | 330/nitrate+sulphate) 370x
RX DVS 17 670
BlueSoft 62 RX- 2.0— | 550/ (NO3=S042) [(200Ilitri| 94 | 3650x | 1173.38
1354NI- 63A- 2.5 | 550/nitrate+sulphate) 550x
RX DVS 17 940




BlueSoft
1465NI-
RX

87

RX-
63A-
DVS 17

25—
3.0

780/ (NO3=S04?")
780/nitrate+sulphate)

350 litri

120

1930x
740x
1140

1.542,17

Pentru cerinte mai mari contactati firma !

Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

GEH \EWE Debit Supratafa Debit Greu- | Dim. Pretin
litri / mc/h m?2 respalare  tate | Ixgxl €
conex.
BlueSoft 25 RX-67B- | 0.7 - 1.5 0.05 0.9mz/h 43 1380 | 1.194,21
1044AS-RX DTS 1” x300
x300
BlueSoft 37 | RX-67B- | 1.5-2.0 0.08 1.6m?/h 79 1650 | 2.064,15
1354AS-RX DTS 1” x390
x390
BlueSoft 62 RX-67B- | 2.0-2.5 0.1 2.2mz/h 99 1930 | 2.905,32
1465AS-RX DTS 17 x400
x400

Pentru cerinte mai mari contactati firma !

Perpetuum Natural SRL

Catalog general produse pentru purificarea apei




Descriere Debit Apa produsa Rasina Con Pretin

mc/h  intre 2 regenerari litri ex. €
la 20 °gG apa
tratata cu RO
BlueSoft 07-MB Statie de 100 280 / 3500 litri 9 3" 215,23
desalinare totala
BlueSoft 15-MB Statie de 150 600 / 7500 litri 17 3, 284,59
desalinare totala
BlueSoft 30-MB Statie de 300 1200 / 15000 litri 30 3" 458,06
desalinare totala
BlueSoft 60-MB Statie de 500 2400 / 30000 litri 58 37 714,95
desalinare totala

CM-230AB

Model Descriere Racord sonda Pret in
3
CM-230AB Aparat de masurat conductivitatea apei cu 7% 307,61
sonda si afisaj digital, montat in caseta IP67
CCT-3320B Aparat de masurat conductivitatea apei cu /% 374,27

sonda si afisaj digital, alrma sonora de limita
superioara, montat in caseta IP67

Descriere Debit Cation Con Pretin
max. & ex. €
Anion
BS-3570/MB Sistem de tratare a apei cu rasinainpat | 2 mc 35-70 3 8.487,01
mixt, complect, cu supapa de control,
robinete cu bila, vas transparent,

masurare a conductivitatii, compresor.

Gata pentru instalare. Auto-reglare

automata a regenerarii.




Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

STATII DE FILTRARE AUTOMATA CU CARBUNE ACTIV SI CONTROL DUPA
TIMP

Model Carbu- Valva Debit Supra- Debit Greu- Dim. Pretin

ne activ / mc/h fata respalare tate Ixgxl €

litri conex.

BlueSoft 45 RX-67B | 0.5-1.0 0.05 1.2 m3/h 48 1620 x 498,42
1054AT- -DTF 300 x
RX 1” 300
BlueSoft 72 RX-67B | 0.8-1.6 0.08 1.8 m3/h 78 1650 x 631,65
1354AT- -DTF 390 x
RX 1” 390
BlueSoft 90 RX-67B 1.0-2.0 0.1 2.3 m3h 88 1930 x 728,15
1465AT- -DTF 400 x
RX 1” 400
BlueSoft 120 RX-67B 1.3-2.6 0.13 2.9 m3h 117 | 1950 x 863,45
1665AT- -DTF 450 x
RX 1” 450
BlueSoft 156 RX-67B 1.8-3.6 0.18 4.0 m3/h 173 | 1990x | 1.078,22
1865AT- -DTF 530 x
RX 1” 530
BlueSoft 182 RX-67B 2.2-4.4 0.22 5.1 m¥h 177 | 1950x | 1.340,15
2162AT- -DTF 600 x
RX 1” 600
BlueSoft 240 RX-75A 2.8-5.6 0.28 6.5 m3h 251 | 2250x | 2.086,36
2472AT- -DTF 650 x
RX 2’ 650
BlueSoft 364 RX-75A 4.4-8.8 0.44 10.1 m3/h 422 | 2390x | 3.182,77
3072AT- -DTF 770 x
RX 2’ 770
BlueSoft 540 RX-77A | 6.4-12.8 0.64 14.7 m3/h 596 | 2500x | 4.877,33
3672AT- -DTF 940 x
RX 2’ 940
BlueSoft 780 RX-77A | 8.6-17.2 0.88 20.24 m3/h | 782 | 2530x | 9.721,65
4272AT- -DTF 1210 x
RX 2’ 1070
BlueSoft 988 RX-78SM | 11.3-22.6 1.12 25.8 m¥h 967 | 2510x | 11.470,55
4872AT- -DVS 1360 x
RX 27 1220

Pentru modele mai mari contactati firma !




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

STATIlI DE FILTRARE MULTIMEDIA CU NISIP CUARTOS SI CONTROL DUPA
TIMP

Debit Supra- Debit Greu-
mc/h fata respalare tate

BlueSoft 83 RX-67B 0.5-1.0 0.05 2.0 m¥h 97 1620 x 431,00
1054KT- -DTF 300 x

RX 1’ 300

BlueSoft 135 RX-67B 0.8-1.6 0.08 3.2 m3/h 153 1650 x 522,66
1354KT- -DTF 390 x

RX 1’ 390

BlueSoft 165 RX-67B 1.0-2.0 0.1 4.0 m3/h 185 1930 x 593,29
1465KT- -DTF 400 x

RX 1’ 400

BlueSoft 218 RX-67B 1.3-2.6 0.13 5.2 m3h 241 1950 x 679,96
1665KT- -DTF 450 x

RX 1’ 450

BlueSoft 290 RX-75A 1.8-3.6 0.18 7.2 m3h 328 2030 x | 1.093,28
1865KT- -DTF 530 x

RX 2’ 530

BlueSoft 350 RX-75A 2.2-4.4 0.22 8.8 m3h 392 1990x | 1.402,19
2162KT- -DTF 600 x

RX 2’ 600

BlueSoft 450 RX-75A 2.8-5.6 0.28 11.2 m3/h 511 2250x | 1.727,71
2472KT- -DTF 650 x

RX 2’ 650

BlueSoft 750 RX-77A 4.4-8.8 0.44 17.6 m3h 855 2490 x | 3.250,91
3072KT- -DTF 770 X

RX 2’ 770

BlueSoft 1060 RX-78SM 6.4-12.8 0.64 25.6 m¥h 1249 2450 x | 6.344,04
3672KT- -DVS 1070 x

RX 2 940

BlueSoft 1325 RX-78SM | 8.6-17.2 0.88 35.2 m¥h 1607 2530 x | 8.654,26
4272KT- -DVS 1210 x

RX 27 1070

Pentru modele mai mari contactati firma !




Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

STATIlI CU HIPERFILTRARE MECANICA SI CONTROL DUPA TIMP

Model Ag Plus Valva Debit Supra- Debit Greu- Dim. Pretin

litri / mc/h fata respalare tate IxgxI €
conex.

BlueSoft 43 RX-67B 1.5-24 0.05 1.8 m¥h 61 1620 x 519,76

1054HF- -DTF 300 x

RX 17 300

BlueSoft 71 RX-67B 2.4-3.8 0.08 2.8 m3h 100 1650 x 659,02

1354HF- -DTF 390 x

RX 1’ 390

BlueSoft 85 RX-67B 3.0-4.8 0.1 3.5 m¥h 113 1930 x 749,31

1465HF- -DTF 400 x

RX 1" 400

BlueSoft 114 RX-67B 3.9-6.0 0.13 4.6 m3/h 152 1950 x 885,52

1665HF- -DTF 450 x

RX 17 450

BlueSoft 170 RX-75A 5.4-8.6 0.18 6.3 m3h 224 2030 x | 1.422,39

1865HF- -DTF 530 x

RX 2’ 530

BlueSoft 199 RX-75A 6.6-10.0 0.22 7.7 m3/h 250 1990 x | 1.763,55

2162HF- -DTF 600 x

RX 2’ 600

BlueSoft 255 RX-75A 8.4-12.0 0.28 9.8 m¥h 340 2250 x | 2.218,69

2472HF- -DTF 650 x

RX 2’ 650

BlueSoft 297 RX-77A 13.0-18.0 0.44 15.4 m3/h 492 2490 x | 3.814,80

3072HF- -DTF 770 x

RX 2’ 770

BlueSoft 566 RX-78SM | 19.0-30.0 0.64 22.4 m3h 842 2450 x | 7.596,54

3672HF- -DVS 940 x

RX 27 940

BlueSoft 793 RX-78SM | 26.0-40.0 0.88 30.8 m¥h 1067 2530 x | 10.410,0

4272HF- -DVS 1210 x 1

RX 2% 1070

Pentru modele mai mari contactati firma !




Perpetuum Natural SRL

Modele

Catalog general produse pentru purificarea apei

“CANATURA” & “WAVE CYBER” PRESSURE TANKS

Descriere

Dimensiuni

Volum
[ litri

Diametru
/[ mm

Pret in €

CA-PVO006-T PE pressure tank, without base 7x13x2.5” 6.3 182 37,17
CA-PVO012-T PE pressure tank, without base 8x17x2.5” 10.5 206 43,26
CA-PV014-T PE pressure tank, without base 8x35x2.5” 23.6 206 58,05
CA-PV020-T PE pressure tank, without base 8x44x2.5” 31.3 206 61,44
CA-PV019-T PE pressure tank, without base 9x35x2.5” 31.6 232 64,30
CA-PV022-T PE pressure tank, without base 10x17x2.5” 16.5 257 49,17
CA-PV024-T PE pressure tank, without base 10x35x2.5” 38.3 257 65,44
CA-PV030-T PE pressure tank, with base 7x17x2.5” 8.5 182 41,62
CA-PV032-T PE pressure tank, with base 7x35x2.5” 19.1 182 52,21
CA-PV035-T PE pressure tank, with base 8x17x2.5” 10.5 206 46,44
CA-PVO037-T PE pressure tank, with base 8x35x2.5” 23.6 206 61,50
CA-PV038-T PE pressure tank, with base 8x44x2.5” 31.3 206 64,89
CA-PV042-T PE pressure tank, with base 9x35x2.5” 31.6 232 66,78
CA-PV047-T PE pressure tank, with base 10x17x2.5” 16.5 257 52,84
CA-PV048-T PE pressure tank, with base 10x35x2.5” 38.3 257 69,12
CA-PV049-T PE pressure tank, with base 10x44x2.5” 48.8 257 79,93
CA-PV050-T PE pressure tank, with base 10x54x2.5” 61 257 89,13
CA-PV053-T PE pressure tank, with base 12x48x2.5” 78.54 310 110,56
CA-PVO57-T PE pressure tank, with base 13x54x2.5” 105.7 335 149,11
CA-PV190-T PE pressure tank, with base 14x65x2.5” 148 363 197,08
CA-PV192-T PE pressure tank, with base 16x65x2.5” 188.6 413 252,54
CA-PV191-T PE pressure tank, with base 14x64x4” 148 335 201,73
CA-PV193-T PE pressure tank, with base 16x65x4” 188.6 413 259,12
CA-PV195-T PE pressure tank, with base 18x65x4” 257 486 404,97
CA-PV197-T PE pressure tank, with base 21x62x4” 330 550 515,20
CA-PV199-T PE pressure tank, with base 24x72x4” 494 626 762,87

Pentru dimensiuni mai mari contactati firma !

Modele Volum Diametru Pretin €
[ litri / mm

18 x 65 x 4”x 275 491

Descriere Dimensiuni

CA-PV215-TB PE pressure tank, top and bottom 470,74




thread openings, with base 4’

CA-PV217-TB PE pressure tank, top and bottom 21 x 62 x 47x 330 555 601,39
thread openings, with base 4’

CA-PV219-TB PE pressure tank, top and bottom 24 x 72 x 4”x 473 625 851,56
thread openings, with base 4’

CA-PV220-TB PE pressure tank, top and bottom 30x72x4"x 697 780 1.352,68
thread openings, with base 4’

CA-PV221-TB PE pressure tank, top and bottom 36 x 72 x4”x 1011 938 1.780,86
thread openings, with base 4’

CA-PV269-TB PE pressure tank, top and bottom 30x 72 x6"x 704 780 1.434,07
thread openings, with base 6”

CA-PV272-TB PE pressure tank, top and bottom 36 x72 x6"°x 998 938 2.005,63
thread openings, with base 6”

CA-PV276-TB PE pressure tank, top and bottom | 42 x 72 x 6” x 1494 1089 2.818,24
thread openings, with base 6”

CA-PV279-TB PE pressure tank, top and bottom 48 x 72 x 6” X 1895 1233 3.592,87
thread openings, with base 6”

Modele Descriere Dimensiuni  Volum Diametru Pretin €
[ litri / mm
WC-PV273-TB PE pressure tank, top and bottom | 63 x 67 x 6” x 2590 1625 5.930,28
thread openings, with base 6”
WC-PV274-TB PE pressure tank, top and bottom | 63 x 86 x 6” x 3280 1625 6.558,00
thread openings, with base 6”

—_—
O

502-DT-2 504-83-1 wm

Aeration and
vacuum braker
valve

Modele Descriere Material Pretin €
502-DT-2 Plug 4” ABS 14,83
506-DT-4 Closing flange 6” ABS 64,51
504-BJ-1 Screwed converter 4”-2.5” ABS 14,83
505-BJ-2 Screwed converter 6”-4” ABS 24,51
507-BJ-3 Flanged converter 6”-4” ABS 61,29
WC-PV308 Aeration and vacuum braker valve PP 35,62




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

Model Products Tank size Gap size Pretin€
P02/34 Bottom distributor d25 6-16” 0.25mm 0,87
P01/34 Top distributor d25 6-16" 0.25mm 0,82
P02/1 Bottom distributor d32 6-16" 0.25mm 0,88
P0O1/1 Top distributor d32 6-16” 0.25mm 0,84
310077P 3meter long PVC pipe for P02/34 8,77
201-TM-0.25 Bottom filtering candle 1m3/h 0.25mm 3,66

Products Tank size Gap size  Pretin €
208-25-TM-0.25 Small bottom distributor d25 6-13” 0.25mm 1,44

Products Tank Gap Flow Pret in €

size size  (Ap=0,2bar)
218-50-TM-0.25 Bottom distributor d50 12-36” | 0.25mm 20m3/h 19,11
216-50-TM-0.25 Top distributor d50 12-36" | 0.25mm 20m3/h 21,99
216D-50-TM-0.25 Top distributor double lenght d50 16-42” | 0.25mm 30m3/h 49,69

Products Tank Gap Flow
size size | (Ap=0,2bar)




324-50- Bottom distributor d50 ; 6arm 13-16” | 0.25mm 15m3/h 260 82 53 44,68
TM-0.25
306-50- Bottom distributor d50 ; 6arm 18-21” | 0.25mm 16m3/h 370 | 136 | 53 51,58
TM-0.25
307-50- Bottom distributor d50 ; 6arm 24” 0.25mm 17m3/h 450 | 182 | 53 58,09
TM-0.25
308-63- Bottom distributor d50/63 ; 6arm 30" | 0.25mm 18m3/h 620 | 260 |53 67,99
TM-0.25
309-63- Bottom distributor d50/63 ; 6arm | 36-42” | 0.25mm 20m3/h 710 | 330 |53 87,33
TM-0.25
326-63- Bottom distributor d63 ; 2x6 arm | 36-42” | 0.25mm 32m3/h 710 330 | 53 187,66
TM-0.25
327-63- Bottom distributor d63 ; 2x6 arm 48” 0.25mm 36m3/h 930 | 410 | 53 239,67
TM-0.25

Products

Flow
(Ap=0,2bar)

401-90- Bottom distributor d90 ; 8arm 24 0.25mm 17m3/h 512 190 53 | 125,92
TM-0.25
402-90- Bottom distributor d90 ; 8arm 30” 0.25mm 28m3/h 630 | 256 53 | 146,23
TM-0.25
403-90- Bottom distributor d90 ; 8arm 36" 0.25mm 30m3/h 750 | 318 53 | 166,54
TM-0.25
411-90- Bottom distributor d90 ; 8arm 427 0.25mm 32m3/h 870 380 53 | 280,29
TM-0.25
412-63- Bottom distributor d90 ; 2x8arm 48" 0.25mm 36m3/h 980 | 445 53 | 320,91
TM-0.25
413-63- Bottom distributor d90 ; 2x8arm 63" 0.25mm 60m3/h 1218 | 564 53 | 369,66
TM-0.25

Products

Tank
size

Gap
size

Flow
(Ap=0,2bar)

311-63- Top distributor d63 14-30” | 0.25mm 20m3/h 180 | 400 88 54,84
SM-0.25
312-63- Top distributor d63 21-36” | 0.25mm 30m3/h 242 | 472 88 81,24
SM-0.25
313-63- Top distributor d63 30-36” | 0.25mm 36m3/h 310 | 540 | 88 97,48

SM-0.25




Products

Tank
size

Gap
size

Flow

(Ap=0,2bar)

415-90- Top distributor d90 42-48" | 0.25mm 40m3/h 260 | 360 | 140 | 166,54
SM-0.25
416-90- Top distributor d90 48-64" | 0.25mm 50m3/h 330 | 420 | 140 | 186,85
SM-0.25
417-90- Top distributor d90 64-80" | 0.25mm 60m3/h 430 | 520 | 140 | 227,47
SM-0.25

Products

Gap
size

Flow

(Ap=0,2bar)

Top distributor d63 ; 6arm 15m3/h 62,14
SM-0.25
319-63- Top distributor d63 ; 6arm 18-21”" | 0.25mm 16m3/h 370 | 136 53 71,49
SM-0.25
320-63- Top distributor d63 ; 6arm 24" 0.25mm 17m3/h 450 | 182 | 53 87,33
SM-0.25
321-63- Top distributor d63 ; 6arm 30” 0.25mm 18m3/h 620 260 53 106,42
SM-0.25
322-63- Top distributor d63 ; 6arm 36-42" | 0.25mm 20m3/h 710 | 330 | 53 | 130,80
SM-0.25
329-63- Top distributor d63 ; 2x6arm 48” 0.25mm 36m3/h 930 410 53 | 280,29
SM-0.25

Products

Flow

(Ap=0,2bar)

Bottom distributor d63 ; 6arm 15m3/h 62,14
SM-0.25
319-63- Bottom distributor d63 ; 6arm | 18-21” | 0.25mm 16m3/h 370 | 136 | 53 71,49
SM-0.25
320-63- Bottom distributor d63 ; 6arm 247 0.25mm 17m3/h 450 | 182 | 53 87,33
SM-0.25
321-63- Bottom distributor d63 ; 6arm 30" 0.25mm 18m3/h 620 | 260 | 53 | 106,42




SM-0.25
322-63- Bottom distributor d63 ; 6arm 36-42" | 0.25mm 20m3/h 710 | 330 | 53 | 130,80
SM-0.25
328-63- Bottom distributor d63 ; 2x6arm | 36-42” | 0.25mm 32m3/h 710 | 330 | 53 | 230,73
SM-0.25
329-63- Bottom distributor d63 ; 2x6arm 48" 0.25mm 36m3/h 930 | 410 | 53 | 280,29
SM-0.25

Products Gap Flow
size  (Ap=0,2bar)

418-90- Top distributor d63 ; 6arm 13-16” | 0.25mm 15m3/h 260 | 82 | 53 | 158,43
SM-0.25

419-90- Top distributor d63 ; 6arm 18-21" | 0.25mm 16m3/h 370 | 136 | 53 | 174,67
SM-0.25

420-90- Top distributor d63 ; 6arm 247 0.25mm 17m3/h 450 | 182 | 53 | 186,85
SM-0.25

421-90- Top distributor d63 ; 6arm 30” 0.25mm 18m3/h 620 | 260 | 53 | 211,23
SM-0.25

429-90- Top distributor d63 ; 6arm 36-42” | 0.25mm 20m3/h 710 | 330 | 53 | 345,28
SM-0.25

430-90- Top distributor d63 ; 2x6arm 48’ 0.25mm 36m3/h 930 | 410 | 53 | 385,90
SM-0.25

Perpetuum Natural SRL Catalog general produse pentru purificarea apei

OVERFLOW & FILTERING CONTROL VALVES

RX-56F-MHF

RX-56D-MHF/TM

Products Max. flow Tank In/out Drain Pretin
rate / €
Backwash
RX-ATF34 In line valve, 2.5” top connection, 2m3/h 6-10” 3/4” 3/4” 30,73
With top and bottom distributor 2m3/h
RX-ATF1 In line valve, 2.5” top connection, 2.5m3/h 6-12” 17 17 35,13
With top and bottom distributor 2.5m3/h
RX-ATF2 In line valve, 4” top connection, 18m3/h 14-36" 2’ 2’ 38,23
Without top and bottom distributor 18m3/h




RX-56E-MHF Manual filter valve 3/4", top 2m3/h 6-10" 3/4” 3/4” 13,71
connection - 2,5" 2m3/h

RX-56F-MHF | Manual filter valve 1", top connection 6m3/h 6-16" 17 17 29,41
- 2,5" - d32 distributors needed 6m3/h

RX-56D- Manual filter valve 2", top connection 10m3/h 14-30” 2’ 1% 145,60
MHE - 4" 10m3/h

O

RX-67B-DTF RX-7SA-DTF A RX-78SM-DVS

Products Max. flow Vessel In/out Drain Pretin
rate / €
Backwash
RX-67B-DTF | Automatic time controlled filter valve 6m3/h 6-16” 1’ 1’ 183,49
1", top connection - 2,5" 6m3/h
RX-75A-DTF | Automatic time controlled filter valve 10m3/h 14-36” 2’ 1% 476,70
2", top connection - 4" 10m3/h
RX-77A- Multi-functional Flow Control Valve 2" 18m3/h 21-42” 2’ 1% | 1.079,56
DVS (Automatic Softener Valve), top 18m3/h
connection - 4"
RX-78SM- Multi-functional Flow Control Valve 40m3/h 30-63” DN65 DN65 | 2.261,34
DVS DN65 (Automatic Softener Valve), 30m3/h (d75) (d75)
side mounted

Perpetuum Natural SRL Catalog general produse pentru purificarea apei

WATER SOFTENER CONTROL VALVES

RX-64A-MHS

RX-64D-MHS RX-65C-DHS

Products Max. flow rate/ Vessel In Drain Pretin€

Backwash fout

RX-64A- Manual softener valve 1", top 4,5m3/h 6-18” 17 Vs 47.67
MHS connection - 2,5" 3,5m3/h

RX-64D- Manual softener valve 2", top 10m3/h 14-30” 2’ 1” 190,98
MHS connection - 4" 6m3/h

RX-ADJ Control box for RX-65C-DHS 50,32

control valve (by USB port)
RX-65C- Semi automatic softener 2m3/h 6-12” 3/4” /5 100,23
DHS valve 3/4", top connection - 2m3/h
2’5u




RX-65A-DVS

RX-65B-DVS

RX-63B-DVS

Model Products Max. flow rate /  Vessel In Drain  Pretin €
Backwash /out
RX-65A- Automatic, time controlled 2m3/h 6-12” 3/4” /3 135,63
DTS softener valve without by- 2m3/h
pass 3/4", top connection -
2,5"
RX-65A- Automatic, volume controlled 2m3/h 6-12” 3/4” V3 158,56
DVS softener valve without by- 2m3/h
pass 3/4", top connection -
2,5"
RX-65B- Automatic, volume controlled 2m3/h 6-12” 3/4” Vs 176,02
DVS softener valve with by-pass 2m3/h
3/4", top connection - 2,5"
RX-63A- Automatic, time controlled 4,5m3/h 6-18” 1” V5 169,54
DTS softener valve without by- 3,5m3/h
pass 1", top connection - 2,5"
RX-63A- Automatic, volume controlled 4,5m3/h 6-18” 17 Vs 196,96
DVS softener valve without by- 3,5m3/h
pass 1", top connection - 2,5"
RX-63B- Automatic, volume controlled 4,5m3/h 6-18” 17 VZ3 223,29
DVS softener valve with by-pass 3,5m3/h
1", top connection - 2,5"
RX-68B- Automatic, volume controlled 4,5m3/h 6-18” 17 /3 219,40
DVS softener valve with by-pass 3,5m3/h
1" - upflow regeneration, top
connection - 2,5"
RX-79B-DVS RX-82B-DVS
Products Max. flow rate/  Vessel In Drain  Pretin €

Backwash /out
RX-79B- Automatic, digital volume 2m3/h 6-12" 3/4” s 218,40
DVS controlled softener valve with 2m3/h
built in by-pass 3/4" - raw
water during regeneration,
top connection - 2,5"
RX-82B- Automatic, digital volume 4,5m3/h 6-18” 17 Vs 256,80
DVS controlled softener valve with 3,5m3/h
built in by-pass 1" - raw
water during regeneration,
top connection - 2,5"
RX/GYAF Resin sterilizer unit for RX- 3/8” 51,15

79B/DVS and RX-82B/DVS




L o

RX-74A-DVS

RX-77A-DVS

Model Products Max. flow rate/  Vessel In Drain Pretin €
Backwash /out
RX-74A- Automatic, volume controlled 10m3/h 14-36" 2" 17 536,04
DVS softener valve 2", top 6m3/h
connection - 4"
RX-77A- Multi-functional Flow Control 18m3/h 21-42” 2’ 1.5” 1.079,56
DVS Valve 2" (Automatic Softener 18m3/h
Valve), top connection - 4"
RX-78SM- | Multi-functional Flow Control 40m3/h 30-63” 2.5” 2.5” 2.261,34
DVS Valve DN65 (Automatic 30m3/h

Softener Valve), side
mounted

=

RX-86/MB

Model

Products

Max. flow rate /

Backwash

Vessel

]
fout

Drain

Pret in €

RX-86/MB Mixed Bed water treatment 2m3/h 8-12" 3/4” 3/4” 1.661,62
control valve with 5pcs. ball
valves, regeneration:
HCI/NaOH
RX-87/MB Mixed Bed water treatment 4m3/h 14-16” 17 3/4” 2.390,41
control valve with 5pcs. ball
valves, regeneration:
HCI/NaOH
RX-88A-DVS
RX-73A-DVS
Model Products Max. flow rate /  Vessel In Drain  Pretin €
Backwash /out
RX-73A- Volume controlled duplex 3.5m3/h 6-16” 17 1/2” 441,30
DVS softener valve
top mounted
RX-88A- Volume controlled duplex 10m3/h 18-30” 1.5” 1/2” 1.174,80
DVS softener valve, side mounted




Products Max. flow rate/ Vessel ] Drain Pretin €

Backwash
RX- Volume controlled 2,0m3/h 6-12" 3/4” V3 336,15
65AB1- twin softener valve (2pcs RX- 2,0m3/h
DVS 65A-DVS+communication
cable)
RX- Volume controlled 4,5m3/h 6-18” 1” /3 412,93
63AB1- twin softener valve (2pcs RX- 3,5m3/h
DVS 63A-DVS+communication
cable)
RX- Volume controlled 10m3/h 14-36” 2" 17 1.091,10
74AB1- twin softener valve (2pcs RX- 6ma3/h
DVS 74A-DVS+communication
cable)
RX- Volume controlled 18m3/h 21-42” 2’ 11/2” 2.178,13
77AB1- twin softener valve (2pcs RX- 18m3/h
DVS 77A-DVS+communication
cable)
RX- Volume controlled 40m3/h 30-63” d75 DN65 4.522.,69
78AB1- twin softener valve (2pcs RX- 30m3/h (d75)
DVS 78A-DVS+communication
cable)
RX- Volume controlled duplex 2,0m3/h 6-12” 3/4” VZa 778,06
65AB 2- softener valve (2pcs RX-65A- 2,0m3/h
DVS DVS+communication
cable+3way valve)
RX- Volume controlled duplex 4,5m3/h 6-18” 17 V8 861,03
63AB2- softener valve (2pcs RX-63A- 3,5m3/h
DVS DVS+communication
cable+3way valve)
RX- Volume controlled duplex 10m3/h 14-36" 2" 1” 1.533,19
74AB2- softener valve (2pcs RX-74A- 6m3/h
DVS DVS+communication
cable+3way valve)
RX- Volume controlled duplex 18m3/h 21-42” 2’ 11/2” 2.620,23
77AB2- softener valve (2pcs RX-77A- 18m3/h
DVS DVS+communication
cable+3way valve)
RX- Volume controlled duplex 40m3/h 30-63” d75 DNG65 5.381,56
78AB2- softener valve (2pcs RX-78A- 30m3/h (d75)
DVS DVS+communication
cable+3way valve)

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
CONTROL VALVES

Products Power Pret in

TM-F70-2 RX controller syncronises the valves operation 230V, 50Hz 63,82
(one or two valves in service and one standby )




Products Nominal In/On Max. Power Pret in

pressure connection flow rate 3
RX 3 way motorized valve DC 24V 15W 398,91

TM-F80-2

- _ Lz I R, ocoay power
Function introduction: N | iﬁ!‘?ﬁ Wige 1\,

Ancde (33

e B is water inlet. A, C water outlet = L - » =
0 \ A : 2 BlueWire, e

e This valve could exchange water flow \, ~
from B —> A to B —> C, or closure Green Wirp

(three ports are not connected)

A F/"ort / \
Using instruction: B Port C Port

e The motor valve is controlled by PLC

e Green wire is connected power cathode. When red wire is connected
power anode, Valve A port is connected B port. When yellow wire is
connected anode, three ports are not connected, valve is in close state.
When blue wire is connected anode, port C is connected port B.

Products Pretin
€
RX-WR RX service wrench 14,50

Products Pretin
€
RX-P19 2,5" height increaser connector 7,57




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

ACCESSORIES NECESSARY TO COMPLETE RX VALVES

To complete the control valve you have to choose one part from each table !

d. l” Il FEHE e ppregets l |
il

Model | Top distributors Pretin €
P01/34 Top distributor d25 0,82
P0O1/1 Top distributor d32 - only for RX-56F-MHF valve 0,84
Top distributor for 2” or bigger RX valves pls choose from page “DISTRIBUTORS”

cp3s »'~‘A WM

e — \, s

e Lo |
Model | Bottom distributors Pret in €
CP17 Bottom distributor d25 with central pipe for 17” vessel 2,20
CP35 Bottom distributor d25 with central pipe for 35” vessel 3,54
CP54 Bottom distributor d25 with central pipe for 54” vessel 495
CP65 Bottom distributor d25 with central pipe for 65” vessel 5,79
P02/1 Bottom distributor d32 - only for RX-56F-MHF valve 0,88

Bottom distributor for 2” or bigger RX valves pls choose from page “DISTRIBUTORS”
"

Model | Brine suction valve Pret in €
1600-BV Air Check with 3/8” elbow lenght - 800 mm 7,14
434-BV-L80 Brine valve with 3/8” elbow, lenght - 800 mm 17,26
1700-BVC Air Check with 1/2” elbow lenght - 1500 mm 19,99
454-BV Brine valve with 1/2” elbow lenght - 1100 mm 122,14
Model | Brine suction pipe Pret in €
18065-1 PE pipe 3/8" 1,29
18081 PE pipe 1/2" 6,60




Perpetuum Natural SRL Catalog general produse pentru purificarea apei

BRINE TANKS, CABINETS

tefe:| 1§

BT603-25

- - F
l1 [
. - Crsu\':ahneu \ - —
Model Products Size (mm)H xXW xL Pretin€
G1015-25 KMnO4 solution tank, with filter stuff 25 Liters 49,21
G1015-80 KMnO4 solution tank, grid, with filter stuff 80 Liters 83,83
G1015-130 KMnO4 solution tank, grid, with filter stuff 130 Liters 93,15
BT600-25 Brine tank, grid, brine well, 25 L 420 x 230 x 230 33,66
BT601-80 Brine tank, grid, brine well, overflow, 80 L 885 x 370 x 370 51,61
BT602-130 Brine tank, grid, brine well, overflow, 130 L 1085 x 370 x 370 57,34
BT603-200 Brine tank, grid, brine well, 200 L 1160 x 550 x 550 132,85
BT604-350 Brine tank, grid, brine well, 350 L 1275 x 740 x 740 225,85
BT605-500 Brine tank, grid, brine well, 500 L 1335 x 840 x 840 315,81
BT606-750 Brine tank, grid, brine well, 750 L 1395 x 960 x 960 436,12
BT607-1000 Brine tank, grid, brine well, 1000 L 1460 x 1080 x 1080 526,87
BT608-1500 Brine tank, grid, brine well, 1500 L 1575 x 1240 x 1240 693,57
PAOO3 Brine well for Mini cabinets - 5,73
PAOO5 Brine well for Maxi cabinets - 9,40
PB022 Mini cabinet 330 x 230 x 430 57,85
PA558+PV006 Slim Mini Junior cab. with 7x13 without base tank 330 x 230 x 430 97,71
PA555+PV012 Slim Mini cabinet with 8x17 without base tank 640 x 225 x 440 115,18
PA556+PV014 Slim Midi cabinet with 8x35 without base tank 1110 x 225 x 440 156,54
PA557+PV020 Slim Maxi cabinet with 8x44 without base tank 1330 x 225 x 440 176,80
PA210 Mini Crystal cabinet 690 x 340 x 520 91,93
PA235 Maxi Crystal cabinet 1150 x 340 x 520 131,32
EU210 Europa Mini cabinet 690 x 340 x 520 67,11
EU235 Europa Maxi cabinet 1150 x 340 x 520 83,10
H7000 Overflow elbow for 25-350 liter brine tanks 1,57
H8000 Overflow elbow for 500-1500 liter brine tanks 40,95

Perpetuum Natural SRL

FILTERING MEDIA

Catalog general produse pentru purificarea apei




ey
73
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Model Products Quan- Pretin
tity € /litru
A8006 Birm, iron removal filter media 28.3 liter 2,64
A8030 Pyrolox, iron and manganese removal filter media 27.2 kg 6,82
13.6 liter
A8042 Greensand plus, iron and manganese removal filter media 14.2 liter 3,43
ECOMIX-A ECOMIX-A ; softener, ammonia-, iron-, manganese-, organic removal 25 liter 10,95
ECOMIX-C ECOMIX-C ; softener, ammonia-, iron-, manganese-, organic removal 25 liter 12,40
GAC-0830_800 Activated carbon 8x30 ; size: 0,6-2,3mm ; iodine number: 800mg/g 25 kg 1,71
56 liter
GAC-0830_950 Activated carbon 8x30 ; size: 0,6-2,3mm ; iodine number: 950mg/g 25 kg 2,14
56 liter
KDF-55C Chlorine, bacteria and heavy metal removal media 25,9 kg 122,79
9,6 liter
RAO061 Anthracite 25 kg 2,23
26,4 liter
RA068 Arsenic removal media 33 kg 19,57
30 liter
A8023 Filter AG Plus 28.3 liter 1,96
DK-FQ Tourmaline Ceramic Ball D=6-7mm increase the pH and -ORP 1kg 15,45
Model Products Per Pret in
bag € /kg
SK-2-4 Filter gravel, 2-4mm 25 kg 0,52
SK-1-2 Filter gravel, 1-2mm 20 kg 0,66
SK-0.5-1.2 Filter gravel, 0.5-1.2mm 20 kg 0,72
SK-0.4-0.8 Filter gravel, 0.4-0.8mm 20 kg 0,91
SF-PHOS Poliphosphate scaling inhibitor media (kg) 20 kg 12,69




Products

Quantity Pretin

/bag
Bag/pal

€ /litru

PC002-FG Pure strong cation resin food grade 25 liter 2,86
PCO002-1G Pure strong cation resin industrial grade 25 liter 2,68
PA102 Pure strong anion resin 25 liter 5,86
PMB101-2 Pure Mix bed resin 25 liter 5,61
PA202 Pure Nitrate selective resin 25 liter 8,02

Perpetuum Natural SRL

Model

BlueClear-NF-180

Catalog general produse pentru purificarea apei

Products

Flow

25-10
°C

Grundfos
Pump

Connect.

Pump
Power

Prefilters
Membranes

Pret
in €

BlueClear Nano filtration 200- Inlet—1/2” Grundfos 650 W | 1pc FCPPS-1005 | 3.383,23
-NF-180 membrane system 150 Outlet— CM1-4 400 V 1pc FCCTO-10
with prefilters and L/h 3/8” 1.8A 1pc VNF2-4040
membranes Drain—3/8”
BlueClear Nano filtration 400- Inlet—1/2” Grundfos 650 W | 1pc FCPPS-1005 | 5.752,33
-NF-360 membrane system 300 Outlet— CM1-4 400 V 1pc FCCTO-10
with prefilters and L/h 3/8” 1.8 A 2pc VNF2-4040
membranes Drain—3/8”

Nano filter membrane system consisting of:

- compact frame made of stainless steel

- front table for control instruments made of PP
- main ball valve of raw water
- pre-filter made of PP incl. 5um filter cartridge
- activated carbon filter cartridge 10”
- solenoid valve made of brass for raw water

- pressure switch for raw water, made of brass

- 2pcs. glycerol filled pressure gauges, housing, housing made of stainless steel
- high pressure centrifugal Grundfos pump (option: available with 1phase motor)

- 1pc of pressure vessels made of stainless steel




- 1pc of membrane modules made of composite membrane

- 2pcs flow meters for permeate, concentrate

- built in valve of concentrate flow meter for regulation of pressure and flow of concentrate

- interconnecting piping made of PP

- automatic rinsing of membrane modules before and/or after the water production

- automatic rinsing of membrane modules control by time

- control panel incl. digital conductivity meter, digital thermometer, adjustable limit value, operational LEDs,
main switch, switch for automatic operation and cleaning or disinfecting, 1 potential-free con-tact for remote
alarm, terminals for pre-treatment units as softener, feeder, hardness control, as well as level control for
permeate tank.

- unit wired, pre-assembled and ready for installation.

- required raw water pressure (min./max.) 2/ 3 bar

- raw water with a max. salinity of 1.000 mg/I ( to be free of Chlorine, colloidal Silica, parameters as Ba, Sr, Mn,

Al, F, PO4 and COD to be within WHO standards, turbidity £ 0.5 NTU and SDI < 3)

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
MANUAL CONTROL REVERSE OSMOSIS SYSTEMS

BlueClear-RO-M-240

Products Flow Prefilters Pret in €
25-10 °C Membranes
BlueClear- | Industrial reverse 53-33 Inlet—3/8” 300 W 1pc FCPPS-1005 1.829,74
RO-M-40 0SMOsis system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 16 A 1pc ULP-21-2521
BlueClear- | Industrial reverse 105-66 Inlet—3/8” 300 W 1pc FCPPS-1005 1.945,60
RO-M-80 osmosis system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 1.6 A 1pc ULP-21-2540
BlueClear- | Industrial reverse 174-110 Inlet—3/8” 300 W 1pc FCPPS-1005 2.016,40
RO-M-130 osmosis system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 16 A 1pc ULP-21-4021
BlueClear- | Industrial reverse 314-198 Inlet—1/2” 550 W 1pc FCPPS-1005 2.549,19
RO-M-240 osmosis system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 4.4 A 1pc ULP-21-4040
BlueClear- | Industrial reverse 500-390 Inlet—1/2” 750 W 1pc FCPPS-1005 3.128,43
RO-M-480 osmosis system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 54A 2pc ULP-21-4040

Optionals for BlueClear-RO-M serials Measuring  Pretin €




parameters %
BC-RO-CM | Conductivity measure instrument with probe and LCD digital display | 0 - 199.9 uyS/cm2 +10%
BC-RO-FM Flow meter for show the volume of permeate 0 - max.500 I/h +5%

Reverse osmosis system consisting of:

- compact frame made of stainless steel

- main ball valve of raw water

- pre-filter made of PP incl. 5um filter cartridge

- activated carbon filter cartridge 10”

- pressure switch for raw water

- 1pcs. pressure gauges

- high pressure centrifugal Fluid-o-Tech pump with by-pass

- 1pc of pressure vessels made of stainless steel

- 1pc of membrane modules made of composite membrane

- valve for regulation of pressure and flow of concentrate

- interconnecting piping made of flexible pipe

- manual rinsing of membrane modules before and/or after the water production
- main switch

- unit wired, pre-assembled and ready for installation.

- required raw water pressure (min./max.) 3/ 6 bar

- raw water with a max. salinity of 1.000 mg/I (to be free of Chlorine, colloidal Silica, parameters as Ba, Sr, Mn,
Al, F, PO4 and COD to be within WHO standards, turbidity < 0.5 NTU and SDI < 3)

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
AUTOMATIC CONTROL REVERSE OSMOSIS SYSTEMS

BlueClear-RO-E-240

Products Flow Conn. Pump Prefilters Pretin €
25-10 °C Power Membranes
BlueClear- | Industrial reverse osmosis 53-33 Inlet—3/8” 300 W 1pc FCPPS-1005 2.390,56
RO-A-40 system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 16 A 1pc ULP-21-2521
BlueClear- | Industrial reverse osmosis 105-66 Inlet—3/8” 300 W 1pc FCPPS-1005 2.506,42
RO-A-80 system L/h Outlet—3/8” | 230V 1pc FCCTO-10
with membranes Drain—3/8” 16 A 1pc ULP-21-2540
BlueClear- | Industrial reverse osmosis 174-110 Inlet—3/8” 300 W 1pc FCPPS-1005 2.577,22
RO-A-130 system L/h Outlet—3/8” 230V 1pc FCCTO-10
with membranes Drain—3/8” 1.6 A 1pc ULP-21-4021
BlueClear- | Industrial reverse osmosis 314-198 Inlet—1/2” 550 W 1pc FCPPS-1005 3.029,28
RO-A-240 system L/h Outlet—3/8” 230 V 1pc FCCTO-10




with membranes Drain—3/8” 4.4 A

1pc ULP-21-4040

BlueClear-
RO-A-480

Industrial reverse osmosis 500-390 Inlet—1/2” 750 W
system L/h Outlet—3/8” 230V
with membranes Drain—3/8” 54A

1pc FCPPS-1005
1pc FCCTO-10
2pc ULP-21-4040

3.608,52

BC-RO-CM

Optionals for BlueClear-RO-M serials

Conductivity measure instrument with probe and LCD digital display

Measuring

parameters
0 - 199.9 pS/cm2

Pret in €
%
+10%

BC-RO-FM

Flow meter for show the volume of permeate

0 - max.500 I/h

+5%

Reverse osmosis system consisting of:

- compact frame made of stainless steel

- main ball valve of raw water

- pre-filter made of PP incl. 5um filter cartridge

- activated carbon filter cartridge 10”

- solenoid valve made of brass for raw water

- pressure switch for raw water

- 1pcs. pressure gauges

- high pressure centrifugal Fluid-o-Tech pump with by-pass
- 1pc of pressure vessels made of stainless steel

- 1pc of membrane modules made of composite membrane
- valve for regulation of pressure and flow of concentrate

- interconnecting piping made of flexible pipe

- automatic rinsing of membrane modules before and/or after the water production
- control panel incl. operational LEDs, main switch, automatic operation and cleaning, 1 potential-free contact
for remote alarm, terminals for pre-treatment units as softener, feed-er, hardness control, as well as level
control for permeate tank.

- unit wired, pre-assembled and ready for installation.
- required raw water pressure (min./max.) 3/ 6 bar

- raw water with a max. salinity of 1.000 mg/I (to be free of Chlorine, colloidal Silica, parameters as Ba, Sr, Mn,

Al, F, PO4 and COD to be within WHO standards, turbidity < 0.5 NTU and SDI < 3)

Perpetuum Natural SRL

Catalog general produse pentru purificarea apei

BlueClear-

Products Flow Connect. Pump
25-10 °C Power

Industrial reverse osmosis 53-33 Inlet—3/8” 300 W

Prefilters
Membranes

Pret in
€

1pc FCPPS-1005 | 3.040,47




RO-40 system L/h Outlet—3/8” 230V 1pc FCCTO-10

with membranes Drain—3/8” 1.6 A 1pc ULP-21-2521
BlueClear- | Industrial reverse osmosis 105-66 Inlet—3/8” 300 W 1pc FCPPS-1005 | 3.150,54
RO-80 system L/h Outlet—3/8” 230V 1pc FCCTO-10

with membranes Drain—3/8” 1.6 A 1pc ULP-21-2540
BlueClear- | Industrial reverse osmosis 174-110 Inlet—3/8” 300 W 1pc FCPPS-1005 | 3.217,80
RO-130 system L/h Outlet—3/8” 230V 1pc FCCTO-10

with membranes Drain—3/8” 16 A 1pc ULP-21-4021
BlueClear- | Industrial reverse osmosis 314-198 Inlet—1/2” 550 W 1pc FCPPS-1005 | 4.209,19
RO-240 system L/h Outlet—3/8” 230V 1pc FCCTO-10

with membranes Drain—3/8” 4.4 A 1pc ULP-21-4040
BlueClear- | Industrial reverse osmosis 500-390 Inlet—1/2” 750 W 1pc FCPPS-1005 | 5.126,98
RO-480 system L/h Outlet—3/8” 230V 1pc FCCTO-10

with membranes Drain—3/8” 54 A 2pc ULP-21-4040

Pentru necesitati mai mari contactati firma!

Reverse osmosis system consisting of:

- compact frame made of stainless steel

- front table for control instruments made of PP

- main ball valve of raw water

- pre-filter made of PP incl. 5um filter cartridge

- activated carbon filter cartridge 10”

- solenoid valve made of brass for raw water

- pressure switch for raw water, made of brass

- 2pcs. glycerol filled pressure gauges, housing, housing made of stainless steel

- high pressure centrifugal Fluid-o-Tech pump with by-pass

- 1pc of pressure vessels made of stainless steel

- 1pc of membrane modules made of composite membrane (price is in not included)

- 2pcs flow meters for permeate, concentrate

- built in valve of concentrate flow meter for regulation of pressure and flow of concentrate

- interconnecting piping made of PP

- automatic rinsing of membrane modules before and/or after the water production

- automatic rinsing of membrane modules control by time

- control panel incl. digital conductivity meter, digital thermometer, adjustable limit value, operational LEDs,
main switch, switch for automatic operation and cleaning or disinfecting, 1 potential-free contact for remote
alarm, terminals for pre-treatment units as softener, feeder, hard-ness control, as well as level control for
permeate tank.

- unit wired, pre-assembled and ready for installation.

- required raw water pressure (min./max.) 3/6 bar

- raw water with a max. salinity of 1.000 mg/I (to be free of Chlorine, colloidal Silica, parameters as Ba, Sr, Mn,

Al, F, PO4 and COD to be within WHO standards, turbidity < 0.5 NTU and SDI £ 3)

BlueClear-RO-1000
»

Products Flow Conn. Grundfos Pump Prefilters
25-10 Pump Power Membranes




| °C__ |

BlueClear- Industrial 349- Inlet—1/2” Grundfos 1,58kwW 1pc FCPPS- 5.294,88
RO-250 reverse 220 Outlet—3/8” CM3-12 3x400 V 20B05

osmosis system L/h Drain—3/8” 3.25A | 1pc ULP-21-4040

With embranes
BlueClear- Industrial 696- Inlet—3/4" Grundfos 1,58kwW 1pc FCPPS- 6.412,89
RO-500 reverse 439 Outlet—1/2” CM3-12 3x400 V 20B05

osmaosis system L/h Drain—1/2” 3.25A | 2pc ULP-21-4040

With embranes
BlueClear- Industrial 1045- Inlet—3/4” Grundfos 1,58kw 1pc FCPPS- 7.068,30
RO-750 reverse 659 Outlet—1/2” CM3-13 3x400 V 20B05

osmaosis system L/h Drain—1/2” 3.25A | 3pc ULP-21-4040

With embranes
BlueClear- Industrial 1394- Inlet—3/4” Grundfos 1,58kW 1pc FCPPS- 8.037,21
RO-1000 reverse 878 Outlet—1/2” CM3-13 3x400 V 20B05

osmosis system L/h Drain—1/2” 3.25A | 4pc ULP-21-4040

With embranes
BlueClear- Industrial 1741- Inlet—1” Grundfos 2,2kwW 1lpc FCPPS- 8.251,00
RO-1250 reverse 1098 Outlet—3/4” CM3-14 3x400 V 20B05

0SMOSis system L/h Drain—3/4” 4.7 A 5pc ULP-21-4040

With embranes
BlueClear- Industrial 2090- Inlet—1” Grundfos 3,2 kW 1lpc FCPPS- 9.187,11
RO-1500 reverse 1317 | Outlet—3/4” CM5-13 3x400V 20B05

0SMosis system L/h Drain—3/4” 6.8 A 6pc ULP-21-4040

With embranes
BlueClear- Industrial 2360- Inlet—>5/4" Grundfos 3,2 kW 1pc FCPPS- 10.608,46
RO-2000 reverse 1740 | Outlet—3/4” CM5-13 3x400V 20B05

osmosis system L/h Drain—3/4” 6.8 A 8pc ULP-21-4040

With embranes
BlueClear- Industrial 2950- Inlet—5/4" Grundfos 5,8 kW 1lpc FCPPS- 11.435,61
RO-2500 reverse 2175 Outlet—3/4” CM10-8 3x400V 20B05

osmosis system L/h Drain—3/4” 11.8A 9pc ULP-21-4040

With embranes

Pentru necesitati mai mari contactati firma!

Reverse osmosis system consisting of:

- compact frame made of stainless steel

- front table for control instruments made of PP

- main ball valve of raw water

- bigblue 20” pre-filter made of PP incl. 5um filter cartridge

- bigblue activated carbon filter cartridge 20” (optional)

- solenoid valve made of brass for raw water

- pressure switch for raw water, made of brass

- 2pcs. glycerol filled pressure gauges, housing made of stainless steel

- high pressure centrifugal pump (option: available with 1phase motor)

- pressure vessels made of stainless steel

- membrane modules made of composite membrane (price is in not included)

- 2pcs flow meters for permeate, concentrate

- 3rd concentrate recirculation flow meter with regulation valve (optional)

- regulation ball valve of the by-pass of the high pressure centrifugal pump

- regulation valve of the pressure and flow after the high pressure pump

- built in valve of concentrate flow meter for regulation of pressure and flow of concentrate

- sampling valves made of PVC

- interconnecting piping made of PVC

- automatic rinsing of membrane modules before and/or after the water production

- automatic rinsing of membrane modules control by time

- control panel incl. digital conductivity meter, digital thermometer, adjustable limit value, operational LEDs,
main switch, switch for automatic operation and cleaning or disinfecting, 1 potential-free contact for remote
alarm, terminals for pre-treatment units as softener, feeder, hard-ness control, as well as level control for
permeate tank.

- unit wired, pre-assembled and ready for installation.

- required raw water pressure (min./max.) 3/6 bar




- raw water with a max. salinity of 1.000 mg/I (to be free of Chlorine, colloidal Silica, parameters as Ba, Sr, Mn,
Al, F, PO4 and COD to be within WHO standards, turbidity < 0.5 NTU and SDI < 3)
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Prefilters Pret in €

Membranes

Grundfos

Products

Pump
Power

BlueClear- | Industrial reverse Inlet—5/4” Grundfos 5.8 kW 2pc FCPPS- 17.609,59
RO-3000 osmosis system | 2610 Outlet—1” CM10-7 3x400V 20B05

with CIP system L/h Drain—1" 11.8A 3pc ULP-22-8040

With membranes
BlueClear- | Industrial reverse | 4720 Inlet—6/4" Grundfos 5.8 kW 3pc FCPPS- 19.940,35
RO-4000 osmosis system | 3480 | Outlet—5/4" CM10-7 3x400V 20B05

with CIP system L/h Drain—5/4” 11.8A | 4pc ULP-22-8040

With membranes
BlueClear- | Industrial reverse | 5900 Inlet—6/4" Grundfos 5.8 kW 3pc FCPPS- 21.409,11
RO-5000 osmosis system | 4350 | Outlet—5/4" CM10-8 3x400V 20B05

with CIP system L/h Drain—5/4” 11.8A 5pc ULP-22-8040

With membranes
BlueClear- | Industrial reverse | 7080 Inlet—6/4” Grundfos 5.8 kW | 5pc FCPPS-4005 | 22.883,17
RO-6000 osmosis system | 5220 | Outlet—5/4" CM10-8 3x400V | 6pc ULP-22-8040

with CIP system L/h Drain—5/4" 11.8A

With membranes
BlueClear- | Industrial reverse | 9440 Inlet—2" Grundfos 7.5kW | 5pc FCPPS-4005 | 28.532,53
RO-8000 osmosis system | 6960 | Outlet—6/4" CR15-9 3x400V | 7pc ULP-22-8040

with CIP system L/h Drain—6/4" 15.2A

With membranes
BlueClear- | Industrial reverse | 11800 Inlet—2" Grundfos 7.5kW | 5pc FCPPS-4005 | 30.780,67
RO-10000 osmosis system | 8700 | Outlet—6/4" CR15-9 3x400V | 9pc ULP-22-8040

with CIP system L/h Drain—6/4” 15.2A

With membranes
BlueClear- | Industrial reverse | 14160 Inlet—2" Grundfos 11 kW | 5pc FCPPS-4005 | 37.125,00
RO-12000 osmosis system | 10440 | Outlet—6/4" CR15-10 3x400V | 10pc ULP22-8040

with CIP system L/h Drain—6/4” 21.5A

With membranes
BlueClear- | Industrial reverse | 17700 | Inlet—2 1/2” Grundfos 11 kW 10pc FCPPS- 40.970,89
RO-15000 osmosis system | 13050 | Outlet—6/4” CR15-14 3x400V 4005

with CIP system L/h Drain—6/4” 21.5A | 12pc ULP22-8040

With membranes
BlueClear- | Industrial reverse | 23600 | Inlet—2 1/2” Grundfos 15 kw 10pc FCPPS- 49.592,83
RO-20000 osmosis system | 17400 | Outlet—2" CR20-14 3x400V 4005

with CIP system L/h Drain—2" 28.7A | 18pc ULP22-8040

With membranes
BlueClear- | Industrial reverse | 29500 Inlet—3” Grundfos 15 kW 10pc FCPPS- 59.919,66




RO-25000 osmosis system | 21750 | Outlet—2" CR32-8 3x400V 4005
with CIP system L/h Drain—2" 28.7A | 24pc ULP22-8040
With membranes

Pentru necesitati mai mari contactati firma!

Reverse osmosis system consisting of:

- compact frame made of stainless steel and the main ball valve made of PVC and solenoid valve made of
brass for raw water

- pre-filter made of PP incl. 5um filter cartridge, 20” bigblue cartridges up to RO-5000 and 40” cartridges form
RO-6000

- pressure switch for raw water, made of brass and high pressure centrifugal pump made of stainless steel

- 3pcs. glycerol filled pressure gauges, housing made of stainless steel

- pressure vessels made of fiber glass and membranes modules made of composite membrane (the price is
not include the membranes)

- 3pcs flow meters for permeate, concentrate, concentrate recirculation

- regulation ball valve of the by-pass of the high pressure pump and regulation valve of the pressure and flow
after the high pressure pump

- concentrate valve for regulation of pressure and flow of concentrate

- CIP system for chemical cleaning, disinfecting or stand still conservation of modules and piping incl. pump
made of stainless steel, CIP tank

made of Polypropylene, valves made of PVC and emptying valve made of PVC

- automatic rinsing of membrane modules before and/or after the water production and possible to control by
time as well

- control panel incl. digital conductivity meter, digital thermometer, adjustable limit value, operational LEDs,
main switch, switch for automatic operation and cleaning or disinfecting, 1 potential-free contact for remote
alarm, terminals for pre-treatment units as softener, feeder, hardness control, as well as level control for
permeate tank.

- check valves, sampling valves and interconnecting piping made of PVC, unit wired, pre-assembled and
ready for installation.

- required raw water pressure (min./max.) 3 /6 bar, raw water with a max. salinity of 1.000 mg/l ( to be free of
Chlorine, colloidal Silica, parameters as Ba, Sr, Mn, Al, F, PO4 and COD to be within WHO standards, turbidity
<0.5NTU and SDI < 3)

Perpetuum Natural SRL Catalog general produse pentru purificarea apei
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BlueClear- Industrial sea 220- Inlet—1/2” Grundfos 4,6kW 1pc FCPPS- 12.654,00
RO-200- water reverse 180 | Outlet—3/8” | CRNE1-23 | 3x400V 20B05
SW osmosis system L/h Drain—3/8” 9.3A | 2pc SW-21-4040

with membranes
BlueClear- Industrial sea 330- Inlet—1/2” Grundfos 4,6kW 1pc FCPPS- 13.780,50
RO-300- water reverse 270 | Outlet—3/8” | CRNE1-23 | 3x400V 20B05
SW osmosis system L/h Drain—3/8” 9.3A | 3pc SW-21-4040

with membranes
BlueClear- Industrial sea 440- | Inlet—3/4” Grundfos 7,5kwW 1pc FCPPS- 15.706,50
RO-400- water reverse 360 | Outlet—1/2” | CRNE3-23 | 3X400V 20B05
SW osmosis system L/h Drain—1/2" 14.6 A | 4pc SW-21-4040

with membranes
BlueClear- Industrial sea 660- Inlet—3/4" Grundfos 7,5kW 1pc FCPPS- 19.434,00
RO-600- water reverse 540 | Outlet—1/2” | CRNE3-23 | 3X400V 20B05
SW osmosis system L/h Drain—1/2" 146 A | 6pc SW-21-4040

with membranes

Pentru necesitati mai mari contactati firma!

Reverse osmosis system consisting of:

- compact frame made of stainless steel

- front table for control instruments made of PP

- main ball valve of raw water

- bigblue 20” pre-filter made of PP incl. 5um filter cartridge

- bigblue activated carbon filter cartridge 20” (optional)

- solenoid valve made of brass for raw water

- pressure switch for raw water, made of brass

- 2pcs. glycerol filled pressure gauges, housing made of stainless steel

- high pressure centrifugal pump 3 phase motor

- pressure vessels made of fiber glass

- sea water membrane modules made of composite membrane

- 2pcs flow meters for permeate, concentrate

- 3rd concentrate recirculation flow meter with regulation valve (optional)

- ball valve of the by-pass of the high pressure centrifugal pump

- valve of the pressure and flow after the high pressure pump

- built in valve of concentrate flow meter for regulation of pressure and flow of concentrate

- sampling valves made of stainless steel (SS)

- interconnecting piping made of SS

- automatic rinsing of membrane modules before and/or after the water production

- automatic rinsing of membrane modules control by time

- control panel incl. digital conductivity meter, digital thermometer, adjustable limit value, operational LEDs,
main switch, switch for automatic operation and cleaning or disinfecting, 1 potential-free contact for remote
alarm, terminals for pre-treatment units as softener, feeder, hard-ness control, as well as level control for
permeate tank.

- unit wired, pre-assembled and ready for installation.

- required raw water pressure (min./max.) 3/ 6 bar

- raw water with a max. salinity of 25.000 mg/l ( to be free of Chlorine, colloidal Silica, parameters as Ba, Sr,

Mn, Al, F, PO4 and COD to be within WHO standards, turbidity < 0.5 NTU and SDI < 3)

Perpetuum Natural SRL Catalog general produse pentru purificarea apei




Products

Measuring
parameters

Numbers of
measure

Pret in €

SDI-TEST Test set for SDI measuring SDI 25 380,33

SDI-MEM | Replacement membrane for SDI test 4,20

Perpetuum Natural SRL Catalog general produse pentru purificarea apei

Model Products Size Average Power/ Pretin

rejection Pressure €

TFC-50V Vontron 50GPD dry 1,8"x12” 97% 50GPD / 60PSI 24,73
osmosis membrane (189L/day / 4,1bar)

TFC-75V Vontron 75GPD dry 1,8"x12” 97% 75GPD / 60PSI 31,45
osmosis membrane (283L/day / 4,1bar )

TFC-100V Vontron 100GPD dry 2’x12” 95% 100GPD / 60PSI 47,62
0smosis membrane (377L/day / 4,1bar)

TFC-300V Vontron 300GPD dry 3"x12” 97% 240GPD / 100PSI 112,35
osmosis membrane (910L/day / 6,9bar )

VNF2-1812 | Vontron 50GPD dry nano 1,8"x12” 50-70% NaCl 50GPD / 30PSI 56,17

membrane 80% - CaCl2 (190L/day / 2 bar)
VNF2-2012 Vontron 85GPD dry nano 2’x12” 50-70% NaCl 85GPD / 30PSI 74,15




membrane

80% - CacCl2

(320L/day / 2 bar)

TFC-50F

Filmtec 50GPD dry
osmosis membrane

1,8"x12”

97%

50GPD / 60PSI
(189L/day / 4,1bar)

64,16

Model

Minimum
Rejection

Average
rejection

Power/
Pressure

-ran
active

ULP21- | RO membrane | 2.5"x2 98,5% 99% 300GPD / 150PSI 1,1m2 160,44
2521 ULP 1”7 (1134L/day / 10,3bar)
ULP21- | RO membrane | 2.5"x4 98,5% 99% 750GPD / 150PSI 2,6m2 259,74
2540 ULP 0” (2840L/day / 10,3bar)
ULP21- | RO membrane | 47x21” 98,5% 99% 950GPD / 150PSI 3,3m2 259,74
4021 ULP (3600L/day / 10,3bar)
ULP21- | RO membrane | 47x40” 98,5% 99% 2500GPD / 150PSI 7,9m2 362,90
4040 ULP (19500L/day / 10,3bar)
LP21- RO membrane | 47x40” 99,3% 99,5% 2400GPD / 225PSI 7,9m2 362,90
4040 LP (9500L/day / 15,5bar)
SW21- | RO membrane | 47x40” 99,5% 99,5% 1200GPD / max.1000PSI 7,4m2 572,98
4040 For seawater (4500L/day/max.69bar)
VNF1- Vontrondry | 4"x40” | 40-60% NaCl 2000-2400GPD / 70PSI 7,4m2 763,98
4040 nano embrane 96% - CaClI2 (7500-9100L/day/5bar )
VNF2- Vontron dry | 4’x40” | 80-95% NaCl 1400-1800GPD / 70PSI 7,4m2 763,98
4040 nano embrane 96% - CaClI2 (5300-6800L/day/5bar )
ULP22- | RO membrane | 8"x40” 98,5% 99% 12100GPD / 150PSI 37m2 1.298,76
8040 ULP (45700L/day / 10,3bar)
ULP32- | RO membrane | 8"x40” 99,0% 99,5% 10500GPD / 150PSI 37m2 1.298,76
8040 ULP (39700L/day / 10,3bar)
LP22- RO membrane | 8"x40” 99,3% 99,5% 10500GPD / 225PSI 37m2 1.298,76
8040 LP (39700L/day / 15,5bar)
SW22- | RO membrane | 8"x40” 99,5% 99,7% 6000GPD / max. 1000PSI 37m2 1.610,07
8040 For seawater (22700L/day / max. 69bar

)
VNF1- Vontron dry | 8"x40” | 40-60% NaCl 10000-12000GPD / 70PSI | 37,2m2 | 2.062,74
8040 nano embrane 96% - CaCl2 ( 37500-45500L/day / 5bar

)
VNF2- Vontron dry | 8"x40” | 80-95% NacCl 7500-9000GPD / 70PSI 37,2m2 | 2.062,74
8040 nano embrane 96% - CaCl2 (28400-33900L/day / 5bar

)

ULP— Ultra Low Pressure
LP— Low Pressure
SW— Sea Water

VNF—Nano Filtration
Perpetuum Natural SRL
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Model

Products

Size

Material

Max.

Pret

pressure

in €

YT-25 RO membrane house with plug | (1,8’-2")x 12" EPDM 6 bar 11,80
YT-3-38W | RO membrane house with plug 3’ x12" EPDM 6 bar 39,81

?
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Model Products Size Material Max. Pret

pressure in €
BNSS2521/ABS | RO membrane house with plug | 2,5" x21” | SS/ABS 12 bar 113,02
BNSS4021/ABS | RO membrane house with plug | 4" x 21 SS/ABS 12 bar 147,42
BNSS2540/ABS | RO membrane house with plug | 2,5” x40” | SS/ABS 12 bar 157,24
BNSS4040/ABS | RO membrane house with plug | 4"x40” | SS/ABS 12 bar 223,58
BNSS4080/ABS | RO membrane house with plug | 4” x 80” SS/ABS 12 bar 402,94
o
Products Size Material Max. Pret
pressure in €

EA300 RO membrane house with plug 8"x40” Fibreglass 21 bar | 1.080,61
EA301 RO membrane house with plug 8"x80” Fibreglass 21 bar | 1.229,38
EA302 RO membrane house with plug 8"x120” Fibreglass 21 bar | 1.378,60
EA303 RO membrane house with plug 8"x160” Fibreglass 21 bar | 1.527,37
EA304 RO membrane house with plug 8"x200” Fibreglass 21 bar | 1.676,59
EA305 RO membrane house with plug 8"x240” Fibreglass 21 bar | 1.862,78

Fiberglass membrane houses are avialable after customer order!




Products For For O
membrans | membran ring
house Part
no.
EA340 Adapter for | 28,5mm/ | 48 65 45 | 67 BW30-400 Wave Cyber | EA354 | 29 46
membrane 1,125” or similar
EA341 Adapter for 38mm / 58 | 50 | 45 | 67 | BW30LE440 | Wave Cyber | EA355 | 51 97
membrane 1,5” or similar
EA025 Adapter for 28,5mm 48 65 27 | 73 BW30-400 Codeline EA354 | 48,65
membrane /1,125” or similar Style
Perpetuum Natural SRL Catalog general produse pentru purificarea apei

|
CM-230A , CCT-3320 , CCT-3320-GS

Model Products Measuring Pretin €
parameters
CM-230A Conductivity measure instrument with probe and LCD digital display. 0-199.9 146,11
Probe connection: 1/2” ; Outline dimension: 48x96x100mm puS/cm2
Slot dimension for installation: 45x91mm
CCT-3320 Conductivity measure instrument with probe and LCD digital display. 0-199.9 231,73
Probe connection: 1/2” ; Outline dimension: 48x96x100mm , puS/cm2
Slot dimension for installation: 45x91mm ; Hi-limitid alarm setting
CCT- Conductivity measure instrument with graphit probe and LCD digital 0-19.99 1.000,52
3320-GS disp-lay. Probe connection: 1/2” ; Outline dimension: 48x96x100mm mS/cm2
Slot dimension for installation: 45x91mm ; Hi-limitid alarm setting,
See “Automatic control nano membrane filter systems” section for more
information




ROC-2008

ROC-2313

ROC-8320

Model Products Pretin €
ROC-8320 Industrial RO system controller with on-line conductivity instrument and LCD display. 893,17

Power voltage: AC 220V+15% 50Hz Power consumption: <3W , Environment conditions:
- temperature: 0~50°C; -humidity: <85%RH , -Measuring range: 0~200uS /cm accuracy:
1.5 level , -Load capacity of output contact: 3A/250V AC (the magnetic valve should be
driven through intermediate relay) , -Operation pressure of conductance cell: 0~0.5Mpa ,
-Electrode selected: 1.0cm-1 , -outline dimensions: 96x96x105mm (heightxwidthxdepth)
meter board hole: 91x91mm (heightxwidth)

ROC-2313 | Industrial RO system controller with on-line conductivity instrument. The graphical control 424,85

panel with LED indicator lamp embedded; multiple groups of parameters can be set and
modified, the requirements of automatic operation are met. Power voltage: AC
220V+15% 50Hz Power consumption: <3W , Environment conditions: - temperature:
0~50°C; -humidity: <85%RH , -Measuring range: 0~200uS /cm accuracy: 1.5 level , -
Load capacity of output contact: 3A/250V AC, -Operation pressure of conductance cell:
0~0.5Mpa, -Display mode: 3 1/2-digit LED digital display , -Electrode selected: 1.0cm-1 ,
-outline dimensions: 96x96x110mm (heightxwidthxdepth) meter board hole: 91x91mm
(heightxwidth)
ROC-2008 Industrial RO system controller without conductivity probe. 135,17
The control panel visually displays the operation status of the system by visual flow chart
with LED indication lamp embedded. RO controller operates in a “five-in-four-out” way.
Power voltage: AC 220V+15% 50Hz Power consumption: <2W Environment conditions: -
temperature: 0~50°C; -Humidity: <85%RH. Load capacity of output contact: 5A/250V
AC (resistive load) Outline dimensions: 48x96x100mm Cheightxwidthxdepth) Hole
dimension: 45x91mm (heightxwidth)

H EAO053

EA031

b
|
\

Model Name Size Pretin €
EA031 RO membrane connection coupling 1.5 39,29

EA053 Threaded part for EA031 coupling 1.5” 47,71




MM-63/16

Model Name Range Pret in €

MM-63/25 Manometer, 1/4” back connection d63 size, glicerine 0-25 bar 42 42

MM-63/16 Manometer, 1/4” back connection d63 size, glicerine 0-16 bar 42 42

MM-63/6 Manometer, 1/4” back connection d63 size, glicerine 0-6 bar 42 .42

MM-50/10 Manometer, 1/4” back connection d50 size 0-10 bar 7,68

MM-RK Manometer fixing 12,97

Y A

Model Name Basicly Pret in €

MV-38 Magnetic valve with coil 3/8” max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 145,29
NBR membrane

MV-12 Magnetic valve with coil 1/2’max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 199,58
NBR membrane

MV-34 Magnetic valve with coil 3/4” max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 208,97
NBR membrane

MV-10 Magnetic valve with coil 1” max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 208,97
NBR membrane

MV-54 Magnetic valve with coil 5/4’max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 462,84
NBR membrane

MV-64 Magnetic valve with coil 6/4’max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 481,19
NBR membrane

MV-20 Magnetic valve with coil 2’max. 80°C; max. 10 bar; Ap 0,3 bar; Closed 677,98
NBR membrane

ES-180 Pressure switch 1/8”, adjustable btw:1-10bar with rubber cap Opened - brown 115,98

ES-18C Pressure switch 1/8”, adjustable btw:1-10bar with rubber cap Closed - black 115,98

Perpetuum Natural SRL

ROTAMETERS
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Pret in

€

RM- Rotameter, 1 GPM, 1 GPM 176 32 35 27 127 | 76 1727 | 1/4” 38,23
PM1 panel mounted (226 1/h)
RM- Rotameter, 2 GPM, 2 GPM 176 32 35 27 127 | 76 127 | 1/4” 38,23
PM2 panel mounted (454 1/h)
RM- Rotameter, 5 GPM, 5 GPM 176 32 35 27 127 | 76 1727 | 1/4” 38,23
PM5 panel mounted (1134 1/n)
RM- Rotameter, 10 GPM, 10GPM 236 45 46 34 165 | 102 17 | @23 45,88
PM10 panel mounted (22601/n)
RM- Rotameter, 20 GPM, 20GPM 236 45 46 34 165 | 102 17 | @23 45,88
PM20 panel mounted (45401/n)
RM- Rotameter, 1 GPM, 1 GPM 176 32 35 27 127 | 76 127 | 1/4” 55,92
PMV1 panel mounted with (226 1/h)

flow control
RM- Rotameter, 2 GPM, 2 GPM 176 32 35 27 127 76 12" | 1/4” 55,92
PMV2 panel mounted with (454 1/h)

flow control
RM- Rotameter, 5 GPM, 5 GPM 176 32 35 27 127 | 76 127 | 1/4” 55,92
PMV5 panel mounted with (1134 I/n)

flow control
RM- Rotameter, 10 GPM, 10GPM 236 45 46 34 165 | 102 17 | @23 70,41
PMV10 panel mounted with (2260I/h)

flow control
RM- Rotameter, 20 GPM, 20GPM 236 45 46 34 165 | 102 17 | @23 91,12
PMV20 panel mounted with (45401/n)

flow control

Name Flow
RM- Rotameter, 1 GPM, In-line 1 GPM (226 I/h) 210 | 30 30 3/4” 38,23
FL1
RM- Rotameter, 2 GPM, In-line 2 GPM (454 I/h) 210 | 30 30 3/4” 38,23
FL2
RM- Rotameter, 5 GPM, In-line 5 GPM (1134 1/h) 210 | 30 30 3/4” 38,23
FL5
RM- Rotameter, 10 GPM, In-line 10GPM (2260I/h) 280 | 43 43 1” 45,88
FL10
RM- Rotameter, 20 GPM, In-line 20GPM (45001/h) 280 | 43 43 1” 45,88
FL20
RM- Rotameter, 40 GPM, In-line 40GPM (90801/h) 265 | 49 49 1” 51,61
FL40
RM- Rotameter, 60 GPM, In-line 60GPM (13600I/h) 302 | 66 64 11/2” 114,69
FL60
RM- Rotameter, 100 GPM, In-line 100GPM (22600I/h) 302 66 64 11/2” 145,27
FL100
RM- Rotameter, 150 GPM, In-line 150GPM (34020l/h) 302 | 66 64 2’ 206,46
FL150
RM- Rotameter, 200 GPM, In-line 200GPM (45200I/h) 302 66 64 2’ 229,39
FL200
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RO BOOSTER PUMPS

Products In/out Motor Perfor- Perfor- Pret
rotate mance mance in €
7bar 14bar
DES805- RO booster pump in copper house 3/8” 1450 RPM 139 I/h 120 I/h 109,45
RO100 with by-pass valve(PA101)
DE806- RO booster pump in copper house 3/8” 1450 RPM 225 I/h 206 I/h 109,45
RO200 with by-pass valve(PA201)
DE807- RO booster pump in copper house 3/8” 1450 RPM 335 1/h 315 1/h 109,45
RO300 with by-pass valve(PA301)
DES809- RO booster pump in copper house 1/2” 1450 RPM 620 I/h 597 Iih 210,49
RO600 with by-pass valve(PA601)
DES810- RO booster pump in copper house 1/2” 1450 RPM 820 I/h 797 I/h 210,49
ROS800 with by-pass valve(PA801)
DE814- RO booster pump in copper house 1/2” 1450 RPM 1020 I/h 997 I/h 210,49
RO1000 with by-pass valve(PA1001)

=n

Products Power = Motor Input/ Booster Pret
rotate phase pump in €

type

DES50 Motor for booster pump. Adapter 300 W 1300 16 A 220V, RO 200- 157,17
and coupling not needed. RPM 50Hz /1 300
DES60 Motor for booster pump. M71 370 W 1360 3,1A 220V, RO 400- 259,68
RPM 50Hz /1 600
DES61 Motor for booster pump. M80 550 W 1360 4,4 A 220V, RO 800 286,27
RPM 50Hz /1
DE862 Motor for booster pump. M80 750 W 1370 54A 220V, RO 1000 | 369,13
RPM 50Hz /1

Adapter M71 Coupling M71 Coupling M80

Model Products Pret
in €
DE871 Adapter M71 20,74
DES872 Adapter M80 23,92
DE873 Coupling M71 24,84
DE874 Coupling M80 43,77




Products Booster

pump
type
BC-ROPUMP-0,2LPM Pressure booster pump for reverse osmosis 200- 55,98
system - 1,11/min 300GPD
BC-ROPUMP-0,2LPM-AD Adapter for 1,1l/min pump 220V 23,70
BC-ROPUMP-0,5LPM Pressure booster pump for reverse osmosis 50-75GPD 46,20
system - 0,51/min
BC-ROPUMP-0,5LPM-AD Adapter for 0,5//min pump 220V 22,30
Perpetuum Natural SRL Catalog general produse pentru purificarea apei

Chemical resistance of materials used in liguid ends

Chemical Formula PE PV PVDF FPM EPDM Tygo Pharme PTFE
Sodium NaOCIl+NaC | o o] + + + + + +
Hypochlorit I
e
Sodium NaOH + + + + 0%/25°C - + 10% 30% 1
Hydroxide
Hydrochlori HCI + + + + + o} + 0 +
¢ Acid
Sulphuric H2S04 80 | 50% | 85% A A A 30% 30% i
Acid %
Hydrogen H202 + 40% | 30% + 30% 30% 30% + +
Peroxide
+ resistant 0 conditionally resistant - not resistant

Model Products  Connection  Flow
rate
m3/h
INJ-34 Dosing injector, 50,97
PVDF
INJ-10 Dosing injector, 1” 5 76,47
PVDF
INJ-20 Dosing injector, 2’ 35-40 187,98
PVDF

ProMinent serial
[1 Stroke length adjustment knob

[ Indicator (error—red / operational—green)

[ Multifunctional switch
- stroke frequency (25,50,75,100%)




- stop mode
- external mode (water meter)
[1 Power cable

[ External control cable

[ Level switch (optional)

[1 Suction valve

[1 Discharge valve

[ PTFE diaphragm, PVDF dosing head

[] Electrical connection: 230V, IP 65.

[ Complete installation kit (foot and injection valve, PE suction and dosing tube, external control cable)

Products Stroke Stroke Dosing Pres. Dosing
volume frequency  tube bar quantity
cm3/stroke stroke/min mm I/h
PM- Diaphragm dosing pump 0,07 180 6x4 10 0,74 598,68
1000PP with PP head, foot— and
dosing valves, 5m tube, 0,08 5 0,8
control cable
PM- Diaphragm dosing pump 0,19 180 6x4 10 21 598,68
1002PP with PP head, foot— and
dosing valves, 5m tube, 0,24 5 2,6
control cable
PM- Diaphragm dosing pump 0,79 240 8x5 3 11,4 689,62
0311PP with PP head, foot— and
dosing valves, 5m tube, 1,00 1,5 14,4
control cable
PM- Diaphragm dosing pump 0,07 180 6x4 10 0,74 677,34
1000PVDF with PVDF head, foot—
and dosing valves, 5m 0,08 5 0,8
tube, control cable
PM- Diaphragm dosing pump 0,19 180 6x4 10 2,1 677,34
1002PVDF with PVDF head, foot—
and dosing valves, 5m 0,24 5 2,6
tube, control cable
PM- Diaphragm dosing pump 0,79 240 8x5 3 11,4 767,92
0311PVDF with PVDF head, foot—
and dosing valves, 5m
tube, control cable

Perpetuum Natural SRL
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DOSING PUMPS, CHEMICAL TANKS, WATER METER

Analog dosing pump with constant flow rate manually adjustable, proportional flow rate according to an
external analogue (0/4-20 mA) or digital pulse signal (e.g. from water meter)

0 Control dial (percentage and ,,n” value in multiplication mode)

0 6 position adjustable switch:
3in division mode (1, 4, 10=n),




1 in multiplication mode (n=1),
1 for proportional 4-20 mA signal,
1 for constant functionality

O Level switch inlet.

0 Manual air relieve valve

U PTFE diaphragm, PVDF or PVC dosing head
O Casting made of PP rainforced with glass fibre , IP 65.

O Complete installation kit composed by foot filter and injection valve, PVC suction tube, PE delivery tube,
and wall mounted fixing bracket (optional: horizontal base mounting bracket)

0 Electrical connection: 100-240V , 50-60Hz

Products Stroke Stroke Dosing Pres. Dosing Pret
volume frequency tube bar quantity in €
cm3/stroke stroke/min mm I/h
DP- Dosing pump membrane with 0.31 160 6 x4 12 3 478 2
PVDF dosing head, PVDF foot- 0.42 10 4 '
AT2- and dosing valves with EPDM 0.52 8 5 9
PVDF valves seat, dosing tube 0.83 2 8
DP- Dosing pump membrane with 0.31 160 6x4 12 3 429 5
PVDF dosing head, PVC foot- 0.42 10 4 ’

AT2- and dosing valves with FPM 0.52 8 5 5
PVC valves seat, dosing tube 0.83 2 8
DP- Horizontal base mounting 25 99
ACST bracket '
Model Products Size Pretin €
PM-035 PE chemical tank, transparent, with scale 35 liter 114,34
PM-060 PE chemical tank, transparent, with scale 60 liter 154,33
PM-100 PE chemical tank, transparent, with scale 100 liter 207,21
PM-140 PE chemical tank, transparent, with scale 140 liter 268,68
PM-250 PE chemical tank, transparent, with scale 250 liter 361,21
PM-500 PE chemical tank, transparent, with scale 500 liter 545 95
PM-1000 PE chemical tank, transparent, with scale 1000 liter 1.193,37

WM type

Products Nominal Max. . Length Contact

Flow Flow mm sign
rate rate

WM-034 | Water meter with contact sign | 2.5 m3/h 5m3/h 3/4” 228 mm 1 83,28
liter/impulse

WM-010 | Water meter with contact sign 3.5 m3/h 7 m3/h 17 380 mm 1 217,44
liter/impulse

WM-054 | Water meter with contact sign 6 m3/h 12 m3/h 5/4” 380 mm 1 246,57
liter/impulse

WM-064 | Water meter with contact sign 10 m3/h | 20m3/h | 6/4” 440 mm 10 355,53
liter/impulse

WM-020 | Water meter with contact sign 15m3/h | 30 m3/h 2’ 560 mm 10 564,76
liter/impulse

WM-080 | Water meter with contact sign | 40 m3/h | 80 m3/h | DN80 | 225 mm 100 772,48




liter/impulse

WM-100 | Water meter with contact sign 60 m3/h 120 DN10 | 250 mm 100 844,08
m3/h 0 liter/impulse

WM-125 | Water meter with contact sign | 100 m3/h 200 DN12 | 250 mm 100 1.058,92
m3/h 5 liter/impulse

WM-150 | Water meter with contact sign | 150 m3/h 300 DN15 | 300 mm 1000 1.314,72
m3/h 0 liter/impulse

WLG type

Products
WLG-8350 Digital flow meter DN25 - DN2000 1-9999 liter/impulse 4-20mA 1.275,94
Perpetuum Natural SRL Catalog general produse pentru purificarea apei

COOLING TOWER CONTROLLERS

Products Pretin €

CCT-3320-GS Cooling tower instrument with graphit probe and LCD digital display. 714,66
Probe connection: 1/2” ; Outline dimension: 48x96x100mm ,
Slot dimension for installation: 45x91mm ; Hi-limitid alarm setting ; 0-19.99 mS/cm?2

Magnetic valve with coil (recommended 3/4") See “Accessories for RO system “- (46
section)
Water meter with contact sign See “Dosing pumps, chemical tanks,

water meter” — (50 section)
Diaphragm dosing pump with PVDF head, foot—and | See “Injectors, dosing pumps” — (49
dosing valves, 5m tube, control cable section)

PE chemical tank (not necessary) See “Injectors, dosing pumps” — (49
section)
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